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PART NAMES AND FUNCTIONS

Front Terminal Panel
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Rear Control Panel

A cover is provided to attach the rear control panel.
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PART NAMES AND FUNCTIONS

Front Panel

1 Power Switch (Main power)
To turn on the main power to the projector press the
switch to the ON positiofl). The STANDBY and the RC
READY indicator will light.
In this condition you can start up the projector by pressing
the POWER ON button on the remote control or the
POWER button on the rear panel.
Press to the OFF position (0) to turn the main power off.

NOTE: When turning off the main power first return the
projector to the standby condition by pressing the
POWER OFF button on the remote control or the POWER
button on the rear panel and thin turn off the main
POWER switch.These procedures are necessary to
protect your projector and the connected equipment.

2 AC INPUT
Connect the supplied power cord here.

3 Remote Sensor
Receives the signal from the supplied remote control
when used in the wireless condition.

Rear Panel

4 Remote Sensor
Receives the signal from the supplied remote control
when used in the wireless condition.

5 POWER Indicator
Lights up when the projector is turned on.

6 STANDBY Indicator
Lights up when the projector's main POWER swicth is on
Flashes when the projector is not connected with the
Switcher correctly or when the Switcher is turned off.

7 RC READY Indicator
Lights up when the projector's main POWER switch is on.
Flashes when the projector receives a signal from the
remate control.

8 Two Digit Display
INDICATOR:
Displays projector error codes.(“00” in normal operation)
ON/OFF Switch:
Turns the INDICATOR on or off.

O INPUT SELECT Buttons
INPUT: press to display the INPUT SELECT screen.
SELECT: press to select an input by highlighting the
input terminal.
ENTER: press to execute selection and to switch input.

O POWER Button
Turns the projector on or off when the projector is in the
standby condition (Main Power switch must be on and the
STANDBY and the RC READY indicator lit). 5

A ACAT OUT Terminal
This is a video output connector for the optional built in
CCD camera. The CCD camera is needed in order to
perform automatic convergence with the optional ACAT
software.

B R/Cr, G/Y, B/Cbh H/V and V Input Terminals  (INPUT A)
Connect R,G,B,H (Horizontal sync) and V (Vertical sync)
outputs of the external equipment (such as the Switcher).
If using a component with a combined sync (SYNC)
output,connect it to the H/V terminal. When using
luminance and color-difference signals of HDTV and
DVD, connect a Pr/Cr to the R, a Y to the G and a Pb/Cb
to the B input of the projector.

C S-VIDEO Input Terminal (INPUT A)
Connect to the S-video output of the external equipment
such as a VCR with an S-video output.This terminal
allows switching between S2 and S1 VIDEO input modes.

D VIDEO Input Terminal (INPUT A)
Connect to the video output of the external equipment
such as a VCR or laser disk player.

E OPTION Terminal
For system expansion such as PC-control.

F REMOTE 1 Terminal
This terminal allows external control of the projector from
either the Switcher or from an external control.When the
Switcher is used,connect to the REMOTE 1 terminal on
the back of the Switcher.

NOTE: The ISS-6020/1SS-6020G Switcher is compatible
with this projector.

G REMOTE 2 Terminal
IN: for the supplied service remote control.
OUT: connect to a second projector’s IN terminal to relay
the input at the IN terminal.

NOTE: The wireless control does not work when the plug
of the supplied remote cable is inserted into the RE-
MOTE 2 IN terminal.

H INPUT B
Slot for adding optional RGB or video input cards.

1 INPUTC
Slot for adding optional RGB or video input cards.
NOTE: The optional RGB INPUT and VIDEO INPUT
modules can be installed in the INPUT B and INPUT C
slots.

J Active Indicator (green LED)
Lights up when the INPUT A slot is selected.



PART NAMES AND FUNCTIONS

OPTIONAL Boards
VIDEO INPUT Board [XG VIDIN (A)]

Front view
L R L R
@VIDEO @S-VID@
VIQEO s-vIpEO L agpio INppT 4
1 2 3 q 5
1 Active Indicator (green LED)...... Lights up when this board is selected.
2 VIDEO INPUT Terminal ............... Connects composite video output signals.
3 S-VIDEO INPUT Terminal ........... Connects S-video output signals.
4 VIDEO INPUT Terminal ............... Connect to the audio outputs of the external equipment such as a VCR.
(Not available on this model.)
5 S-VIDEO INPUT Terminal ........... Connect to the S-video audio outputs of the external equipment such as a VCR

with S-video outputs. (Not available on this model.)

RGB INPUT Board [XG RGBIN (A)]

Front view
L R
ONO,
RGB INPUT H/IHV APDIO INPUT
| | | | | | |
1 2 3 4 5 6 7

1 Active Indicator (green LED)...... Lights up when this board is selected.
2 Rinput Terminal.......cccccccvveeennnnn. Connects an Red output signal.
3 Glnput Terminal ......cccccevvvvveennn. Connects a Green output signal.
4 B Input Terminal........ccccceeeeeiennes Connects a Blue output signal.
5 H/HV Input Terminal .................... Connects horizontal sync or horizontal/vertical sync output signals.
6 Vinput Terminal .......cccccccvveeeeennn. Connects a vertical sync output signal.
7 AUDIO Input Terminals............... Connect to the audio outputs of the external equipment such as 1SS-6020/6020G.

(Not available on this model.)

RGB INPUT Board

i il—s

8 Rotary Switch (S1001)
O Jumper(S1002, S1003, S1004)



PART NAMES AND FUNCTIONS

The combination of the rotary switch and the jumper pins allows the projector to accept VIDEO or COMPONENT signals. Note tha

this board cannot accept RGB signals when board is set to VIDEO input.

Rotary switch (S1001)

Jumper (S1002, S1003, S1004)

Setting of Rotary switch

No. Mark Input
0 VIDEO VIDEO input
1 OPTION COMPONENT INPUT
3 RGB RGB input *
2,49 Not used

Table for Setting Rotary Switch and Jumpers.

* No.3 is factory preset.

Setting of Rotary switch and Jumpers Input Signal Board Identification
Rotary Switch(S1001) Jumpers Rterminal | G terminal | B terminal
0 (2, 3) Short VIDEO Y C VIDEO
1 (2, 3) Short Pr/Cr Y Pb/Cb COMPONENT
* 3 (1, 2) Short R G B RGB
* indicates factory preset.
SLOT FOR OPTIONAL MODULE
F)° )
=v - ®cfooolo
@o®@@@® @@ @@ @@
INPUT A slot
INPUT C slot NPUT B slot

Corresponding slot number
You can also select the input signal directly by pressing the INPUT “1” through “10” button. In this case INPUT buttons function as
follows:

INPUT A slot INPUT B slot INPUT C slot
1+ RGB
2 VIDEO
3 S-VIDEO
4 *2 RGB/COMPONENT/VIDEO
5 *3 S-VIDEO
6
7 "2 RGB/COMPONENT/VIDEO
8 *3 S-VIDEO
9
10 COMPONENT

*1 Some settings allow you to retrieve a COMPONENT signal automatically. See “RGB/COMPONENT Search Setting”.

*2 When the optional RGB input board is installed and the RGB input is set, an RGB signal will be selected; when the RGB input
board is installed and the COMPONENT input is set, a COMPONENT signal will be selected; when the optional RGB input
board is installed and the VIDEO input is set, a VIDEO signal will be selected.

When the optional VIDEO input board is installed, a VIDEO signal will be selected.

*3 An S-VIDEO signal will be selected when :

1. the optional RGB input board is installed and the VIDEO input is set.
2. the optional VIDEO input board is installed.



PART NAMES AND FUNCTIONS

Remote control unit
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User Remote Control

RC-6320
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Full Function Remote Control

RC-6321

NOTE: The full function remote control is designed for setup
adjustment. Use the user remote control for normal

operation.

1 POWER Buttons (ON/OFF)
Press the ON button to turn the projector on when the
projector is in the standby condition (STANDBY and RC
READY indicators lit). Press the OFF button to return the
projector to the standby condition.

2 TEST Button

Press to display the “TEST PATTERN” menu from which
you can select a test pattern.



PART NAMES AND FUNCTIONS

3 ADJUST Button
Press to display the “ADJUST” menu.

4 OPERATE Button
Press to display the “OPERATE” menu.

5 Backlight Switch
Turns the backlight on and off.
If no button operation is made within 30 seconds with
the Backlight ON, the Backlight will turn off to
conserve battery life.

6 PIC FUNC Button
Press to display the picture adjustment screen.

NOTE: Some function items will not be available
depending on the type of video signal.

7 SOUND FUNC Button
Press to display the VOLUME adjustment screen. You
can adjust the volume of the 1SS-6020/ISS-6020G
Switcher.

8 PICTURE (PIC) MUTE Button
Press to mute the picture. Press again to display the

picture. You can also mute the picture by holding
down CTL and pressing PICTURE MUTE buttons. To
restore the picture, holding down CTL and press
PICTURE MUTE again. Or simply press END.

NOTE: When the picture is muted by using CTL and
PICTURE MUTE buttons, even if an input is
switched to another or the power is turned off using
the remote POWER OFF button, the mute cannot be
canceled.

O SOUND MUTE Button
Press to mute the sound. Press again to return the
sound.
NOTE: This works only with the 1SS-6020/ISS-6020G
Switcher.

O DISPLAY Button
Press to turn on or off the on-screen display. Pressing
with CTL eliminates the on-screen display; pressing
with CTL will restore display.

NOTE: Even if the on-screen display may be turned off
with pressing CTL and DISPLAY, any adjustment will
still change the projector’'s memory settings. This mode
is available even when an input is switched to another or
the power is turned off using the POWER OFF button on
the remote control.

A FOCUS Button
Press to enter the FOCUS mode.Pressing with CTL will
bring you to the ASTIG adjustment screen.

B STATIC Button
Press to enter the STATIC mode. You can adjust the static
convergence.

C POINT Button
Press to enter the POINT mode. You can adjust the point
convergence.

D TILT Button
Press to enter the TILT, SKEW mode. You can adjust the
tilt and the skew of the projected image.

E BOW Button
Press to enter the BOW mode. You can adjust the hori-
zontal and the vertical bow of the projected image.
Pressing with CTL will bring you to the LINE DISTOR-
TION adjustment screen.

F AMPLIT Button
Press to enter the AMPLITUDE mode. You can adjust the
horizontal width and the vertical height of the projected
image.

G LINEAR Button
Press to enter the LINEARITY mode. You can adjust the
horizontal and the vertical linearity of the projected image.
Pressing with CTL will bring you to the LINEARITY-
BALANCE adjustment screen.

H KEYSTN Button
Press to enter the KEYSTONE mode. You can adjust the
horizontal and the vertical keystone of the projected
image. Pressing with CTL button will bring you to the
KEY-BALANCE alignment screen.



PART NAMES AND FUNCTIONS

I PINCUS Button
Press to enter the PINCUSHION mode. You can adjust
the horizontal and the vertical pincushion of the projected
image. Pressing with the CTL button will bring you to the
PIN-BALANCE alignment screen.

J PHASE Button
For service personnel only.

K INPUT Button
Selects menus and switches input signals.

L. HELP Button
Press to display the explanation of the current selected
function and available functions.

M INPUT LIST Button
Press to display the memory list of the recorded input
signals.

N INFO Button

Press to display the various parameters and settings of the

currently displayed image. Pressing with the CTL button
displays some of items available in SETTING MODE.

O KELVIN Button
Press to enter the KELVIN mode. You can adjust the
color temperature and, the white and the black level.

P POSITION Button
Press to enter the position mode. You can adjust the
horizontal, vertical position and horizontal, vertical
blanking and image size.

QR, G, and B Buttons
Turn each CRT beam on and off separately. When using
with the CTL button, you can select the CRT to be
adjusted during convergence and focus adjustments. Note
that the G button is only on the full function remote
control.

R CURSOR Buttons

Used for increasing and decreasing control levels, cursor
movement and convergence adjustments.

10

S NORMAL Button
Returns the standard level for each signal. When pressed
once, the confirmation message will be displayed. When
“YES” is selected and ENTER is pressed, the data will be
returned to the standard level. While holding down the
CTL button, press the NORMAL button to display the
“LOAD/CANCEL” menu to select either LOAD (last
stored level) or CANCEL (data cancelled).

T STORE Button
Memorizes the adjustments setting of each signal sepa-
rately.
When pressed once, the confirmation message “STORE?”
will be displayed. When selecting “YES” and ENTER, the
data will be stored in memory.

U END Button
Ends the adjustment mode.

\/ ENTER Button

Executes menu selection and switches to selected input.

W CTL Button
Used in conjunction with other buttons, similar to a shift
key on a computer.

X Remote Control Jack
Insert the plug of the supplied remote cable here when the
full function remote control is used in the wired condition.

Y CAPTION Button
Press to display the CLOSED CAPTION menu.

Z ADDRESS Button
Press to display the ADDRESS menu. Pressing with CTL
allows you to specify the address for the remote control.



PART NAMES AND FUNCTIONS

Battery installation and replacement

User remote control (RC-6320) Full function remote control (RC-6321)
1 Press down on the battery compartment cover and slide 1 Press down on the battery compartment cover and slide
the cover in the direction of the arrow. the cover in the direction of the arrow.
I/
J/
N
2 Install the two new batteries, making sure that their 2 Install the two new batteries, making sure that their
polarity matches the _ diagrams inside the battery polarity matches the _ diagrams inside the battery
compartment. Incorrect polarity could damage the unit. compartment. Incorrect polarity could damage the unit.
D)

o
/1_,/

3 Close the battery compartment cover.

Y 7

NOTE: The remote control is powered by two alkaline 1.5V
AA batteries.

Remote control cautions

Use the remote control within a distance of about 7m (23 ft.) and at 30 degrees angle left and right.

Handling remote control and batteries

» Do not drop or mishandle the remote.

* Do not get the remote wet. If the remote gets wet, wipe it dry immediately.

* Avoid heat and humidity.

» When not using the remote for a long period, remove the batteries.

* Do not use new and old batteries together, or use different types together.

» Do not take apart the batteries, heat them, or throw them into a fire.

« Avoid using the full function remote control as wireless with the backlight switch ON for an extended period of time. This can
cause short battery life.
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S e t = U p (for service personnel)

Set-Up

The Signal Entry chapter explains how to register a new
input signal and how to set various parameters of the
currently selected signal.

The Adjustment chapter gives you the procedures for
various adjustment such as focus, alignment, conver-
gence. This chapter also explains the passcode. It is a
convenient way to prevent any tampering of projector
set-up information by unauthorized individuals.

The Setting chapter gives you details on setting for
various use.

13
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BEFORE SET-UP

the Menu and Adjustment Screens

Access of all set-up functions is done through the menu system.
Depending upon button selection, your desired screen will be displayed as shown below:
ADJUST menu

NOTE: Some function items will not be used depending on the input video signal or connected peripheral equipment.

ADJUST

ADJUST menu

SIGNAL ENTRY screen

FOCUS menu

—FOCUS -
1/CENTER

2/ EDGE ALL
3/ EDGE SEPA.
4/ CORNER

ALIGNMENT menu

— ADJUST -

1/ SIGNAL ENTRY

2 /FOCUS

3/ ALIGNMENT

4 | CONVERGENCE

5/KELVIN

6/R,G,B GAIN

7/ PASSCODE

8/0OPTION

9/ REF. ADJUST

— ALIGNMENT -
01/TILT, SKEW
02 / BOW

03 / AMPLITUDE
04 / LINEARITY
05/ KEY-STONE
06 / PIN-CUSHION
07 / LINEAR-BAL.
08 / KEY-BALANCE
09 / PIN-BALANCE
10/ LINE DIST.
11/R,G,B POINT

CONVERGENCE menu

— CONVERGENCE —
1 /TILT, SKEW
2 /BOW

3 / AMPLITUDE
4 [ LINEARITY

5 / KEY-STONE
6 /PIN-CUSHION
7 / LINEAR-BAL
8 /LINE DIST.

9 /POINT

10/ PHASE

— KELVIN —
1/COLOR TEMP.
2/ WHITE BAL.

Adjustment screen

FOCUS

Adjustment screen

cTL G
1+

TILT
BOW

——

AMPLIT

LINEAR

KEYSTN

Sub menu and
Adjustment screen

cTL R.,B
1+

PINCUS

CTL  LINEAR
— 1+
CTL  KEYSTN
——+C ]
CTL  PINCUS
——1+C

CTlL  BOW
— T+

POINT
— 1

TILT

BOW
—L{1

Sub menu and
Adjustment screen

KELVIN

PASSCODE menu

NEW PASSCODE?
input screen

OPTION menu

— OPTION —

1/ SETTING MODE
2 / MENU MODE
3/ SEQUENCER
4/ PJ ADDRESS
5/ VERSION

6 / HOUR METER
7/ DEFAULT DATA

PASSCODE
DISABLE? menu

Sub menu
/ Setting screen

— REF. ADJUST -
1/ASTIG

2/ BRIGHT UNIFORM.
3/ WHITE UNIFORM.

4 | RASTER CENTERING
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KEYSTN
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PINCUS

CTL  LINEAR
——1+C
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BEFORE SET-UP

Storing Projector Settings (Automatic Save Feature)

You have two options to store projector settings in the memory:
automatically and manually.

« Storing time is four seconds.

» The Automatic Save Feature mode has been set to DISABLE by
factory. For information on setting, see “Automatic Save Feature”
on page 86.

BWhen the Automatic Save Feature mode is set to “ENABLE”,

projector settings will be stored in the projector's memory

automatically.

Settings are stored automatically when any one of the following

procedures is performed:

« The END button is pressed several times to return the adjust-
ment screen to the source screen.

* One input is switched to another.

« The projector is turned off.

« After every 10 minutes of elapsed time.

HWhen the Automatic Save Feature mode is set to “DISABLE”,

projector settings can be stored in the projector's memory STORE ?

manually.

When you try to return the source screen by pressing END CURRENT NEW CANCEL
several times, the “STORE ?” menu is displayed.

To manually save settings, proceed as follows:

1. Use the END button to display the “STORE” menu from the
current adjustment screen or menu.

2. Use the CURSOR or[> button to highlight “CURRENT?”,
“NEW”, or “CANCEL” and press ENTER.

Items to select

* CURRENT ------ Overwrites the currently projected signal and
saves the settings. NOTE: An unregistered signal
cannot be stored under the "CURRENT"

settings.

o NEW ----mmmmmmn Starting at memory location No.51, this function
saves an unregistered signal as a new signal in
memory.

» CANCEL -------- Does not save settings.

15



BEFORE SET-UP

HEWhen selecting “NEW”

The current settings are registered as a new signal and are

saved to an unassigned line starting at memory location

No.51.
A registered name is automatically given.
The “NEW ENTRY?” menu will be displayed.

Use the CURSOR]or ¥ button to highlight “YES” or

“NO” and press ENTER.

Items to select

*YES------------- Registers settings as a new signal and
saves the signal in an unassigned
location starting at memory location
No.51.

*NO --------mmem- Does not register settings.

A registered name is given as follows:

VIDEO/S-VIDEO ----- Video standard with a list number
e.g. NTSC51 or PALS2.

RGB ---------==mmme- "RGB” with a list number e.g.
RGB60.

COMPONENT -------- "COMPOQ” with a list number, e
g. COMPO 70.

NOTE:

« If the Input list does not have any unassigned memory
location starting at No. 51 then, the “NEW” item will be
selectable. For signal registration see “SIGNAL ENTRY”
on page 19.

* The Automatic Save Feature is available only for signals
listed in the INPUT LIST.

16

NEW ENTRY?

LIST No.
NAME
YES
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BEFORE SET-UP

On ADJUST MODE

The ADJUST mode contains various adjustment items for set-up.
Open the ADJUST menu and select the item you wish to adjust. To
display the ADJUST menu, proceed as follows:

1 Press the ADJUST button.
 The projector may ask for your passcode.

2 Enter your registered passcode.

When a passcode has not been registered:
« Since no passcode is programmed at the factory, pressing the
ADJUST button will open the ADJUST menu.
 See “Entering Passcode”, “Registering Passcode”, “Changing
Your Passcode” and “Canceling Your Passcode” on pages 61
through 66.

When your passcode has already been registered:

* When finishing the ADJUST mode, the “RETURN USER
MODE?" menu will be displayed. If you select “YES” and
press ENTER to end the ADJUST mode, you will have to
enter your passcode to re-enter the ADJUST mode.

« When finishing the ADJUST mode by either selecting “NOT
or pressing END, you do not need to enter your passcode [to
re-enter the ADJUST mode. To exit the ADJUST mode
temporarily during adjusting, select “NO”.

17
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BEFORE SET-UP

Test Pattern

This projector will generate a selection of test signals.

Ten kinds of internal test patterns can be selected from the TEST
PATTERN menu.

To display the TEST PATTERN menu, proceed as follows:

1 Press the TEST button on the Full function remote control.
*The “TEST PATTERN" menu will be displayed.
*When the END button is pressed, the “TEST PATTERN” menu
will disappear.

2 Use the CURSOR or M button to highlight the test pattern you

wish to use and press ENTER.

— TEST PATTERN

* The selected test pattern will be displayed. CROSS-HAIR

3 To return to the source screen, press the TEST and then the END
button.
*«When the TEST button is pressed, the “TEST PATTERN”
menu will be displayed and when the END button is pressed,
the screen will be changed to the source screen.
* The projector will return to the original source screen by
pressing the END button only wheamenu omo adjustment

CROSS-COARSE
CROSS-FINE
DOT-COARSE
DOT-FINE
FOCUS
WINDOW-WHITE
ALL WHITE
WINDOW-BLACK
GRAY SCALE

screen is displayed.

NOTE: If there is no test pattern, the beams have been turned
off by the R, G, and B buttons on the remote control.

Adjustment test pattern

‘
J
A
J

....................
D N
DO N
D N

IIITIITITIIIIIIIT
IIITIITIITIIIIIIT
IITIITITIITIITIIIIT
IIIIITIIIIIIIIIT
IITIIITIITIIIIIIT
IIITIITIIIIIIIIT
IITIIITIITIIIIIIT
IITIITITIITIITIIIIT
IIIIITIIIIIIIIT
IITITIITITITIIIIIIT
IIITIITIITIIIIIIT
IITIIITIITIITIIIIT
IIIIITIIIIIIIIT
IITIIITITITIIIIIIT
IIITIITIITIIIIIIT
IITIIITIITIIIIIIT
IITIITITIITIITIIIIT
IIIIITIIIIIIIIT
IITIIITIITIIIIIIT
IIITIITIITIIIIILT
IITIIITIITIIIIIIT
IIIIITIIIIIIIIT
IIITIITIIIIIIIIT
IIITIITITITIIIIIIT
IITIIITIITIIIIIIT
IITIITITIITIITIIIIT

,
\.
(
\.

WINDOW-BLACK GRAY SCALE

CROSS-HAIR CROSS-COARSE CROSS-FINE DOT-COARSE
DOT-FINE FOCUS WINDOW-WHITE ALL WHITE
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SIGNAL ENTRY

On Signal Entry

The projector uses a micro-processor to automatically read and distinguish between all video signals input at the same time. The:
signals are then used to make optimum adjustments for focus, convergence, alignment, etc. Various parameters must be registel
into the micro-processor beforehand to ensure the video signals are recognized and adjusted to optimum quality.

The Signal Entry registers these video signals in the SIGNAL ENTRY list and at the same time obtains the various parameters
pertaining to these signals. Always access this mode first whenever inputting video signals for the first time so that you can regist
the video signals before making any adjustments. If the current input signal(s) has not been registered, the “UNREGISTERED
SIGNAL" message is displayed on screen.

NOTE: If you have software which changes scanning mode due to the graphic board of your PC (such as VGA), it will be necessary
to register signal entry for each scanning mode. This can be done using your PC by way of stopping the software in each scanning
mode and performing a signal entry operation.

Signal Entry Procedures

To make the signal entry, proceed as follows:
1 Press the ADJUST button.
* The “ADJUST” menu is displayed.

NOTE: The projector may ask you to enter your passcode. See
61 for the explanation of the PASSCODE. - ADJUST —
- . 1/ SIGNAL ENTRY
2 Use the CURSORN or Mbutton to highlight the “1/SIGNAL >/ FOCUS
ENTRY” line and press ENTER. 3/ ALIGNMENT
* The “SIGNAL ENTRY” list will be displayed. 4/ CONVERGENCE
* You can also select the “SIGNAL ENTRY?” list directly by 5/ KELVIN
pressing the INPUT “1” button. 6/ RGB GAIN
3 Use the CURSORN or Mbutton to select the desired line and 7/ PASSCODE
press ENTER. 8 / OPTION
« The Signal entry menu will be displayed. 9 / REF.ADJUST
NOTE: To advance to the next page or to the previous page,
hold down the CTL button then press the
CURSOR [Alor Mbutton. To directly access a page, hold down
the CTL button then press any one of the INPUT buttons.
Page / total pages — sheet No.
Connect condition of the Switcher
P01/10-1 SIGNAL ENTRY | < | | ~ | P01/10-2 SIGNAL ENTRY
STANDALONE STANDALONE
NO NAME SOURCE INPUT NO DATE FH FV
01 NTSC3.58 VIDEO A 01 00/00/00 15.74kHz 60.00Hz
02 NTSC4.43 VIDEO A 02 00/00/00 15.74kHz 60.00Hz
03 PAL VIDEO A ¢ p| 03 00/00/00 15.74kHz 50.00Hz
04 SECAM VIDEO A 04 00/00/00 15.74kHz 50.00Hz
05 VESA1024 RGB A 05 00/00/00 48.60kHz 60.00Hz
06 06
07 07
08 08
09 09
10 10
OUTPUT DATA[ LIST NO.O OUTPUT DATA : LIST NO.OO
| | ! | |
Signal name Rgistered input module Entry date Horizontal Vertical
Input terminal Frequency Frequency

Output data for the signal currently projected.
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4 Use the CURSOR or M button to select the item and then press

ENTER. SIGNAL ENTRY
* The Input terminal menu will be displayed.

ENTRY COPY
ENTRY MOVE

Items to select _ _ ENTRY DELETE

* NEW ENTRY ........ Registers a new signal. DATA COPY

* ENTRY COPY ....... Copies any registered signal entry. CHANGE DEFAULT

* ENTRY MOVE ...... Moves any registered signal entry. SOURCE EDIT

* ENTRY DELETE ... Deletes any registered signal entry from

SIGNAL ENTRY.
* DATA COPY ......... Copies gain data from any one of the

registered signals. SIGNAL ENTRY
» CHANGE DEFAULT . Rewrites the data stored in DEFAULT AREA.
* SOURCE EDIT ...... Changes setting various parameteres of the ENTRY COPY
registered signals. ENTRY MOVE

NOTE: When a vacant line is selected, the “SIGNAL ENTRY”

menu has three items only: “NEW ENTRY”, “ENTRY COPY” and

“ENTRY MOVE”.
SIGNAL ENTRY
M Selecting NEW ENTRY o o ENTRY COPY
When connecting a signal for the first time, you need to register it ENTRY MOVE
into the projector's memory. You can copy the initial setting for E’,\’-l\-'ll-'iYCI(D)llil\_(ET E
the new signal from any other signal that has already been CHANGE DEFAULT
registered or use the factory preset setting. SOURCE EDIT

To do this, proceed as follows:

1) Use the CURSOR or M button to select “NEW ENTRY”

and press ENTER.
e The “INPUT TERMINAL SELECT"menu will be displayed.

TERMINAL SELECT
When using the projector in stand alone application: INPUT A

Use the CURSOR or V| button to select one of the three slots, INPUT B

INPUT
and press ENTER. vr ¢
Items to select

* INPUTA......... Standard

* INPUTB.......... Optional board

* INPUTC.......... Optional board
Use the CURSORY or V button to select “VIDEO”, “RGB”, “S-
VIDEQO”, or “COMPO."and press ENTER. RGB
» The “NAME INPUT” screen will be displayed. S-VIDEO

COMP.

Items to select
*VIDEO......... Selecs the VIDEO input signal of this projector.

*RGB............ Selects the RGB input signal of this projector.
*S-VIDEO ..... Selects the S-VIDEO input signal of this projector.
*COMPO ...... Selects the Y/Cb/Cr input signal of this projector.

*Go on to Step 2).
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When using with a single Switcher ISS-6020/ISS-6020G:

Use the CURSOR]or V| button to select the input slot number
of the Switcher and press ENTER.

* Input slot numbers are from 1 through 10.

Use the CURSORJor /] button to select “VIDEQ”, “RGB”,
“S-VIDEO” or “COMPO.” and press ENTER.
* The “NAME INPUT” screen will be displayed.

Items to select

* VIDEQ --------- Selects the signal from the VIDEO input
terminal of the VIDEO input board.
*RGB ----------- Selects the signal from the RGB input terminal

of the RGB input board.

* S-VIDEO ------ Selects the signal from the S-VIDEO input
terminal of the VIDEO input board.

« COMPO. ------ Selects the signal as COMPONENT signal from
the RGB input terminal of the RGB input board.

* Go on to Step 2).

NOTE: Signal registry is not possible unless the installed input
board matches the selected signal. Check if the installed input
board matches the slot number.

When using with two or more ISS-6020/1SS-6020G switchers:

Use the CURSQR or [/ button to select the input slot number

of the master Switcher and press ENTER. Then select the slot

number of the slave Switcher and press ENTER.

* The “MASTER” menu will be displayed when the slot number
of the master Switcher is selected.

* The “SLAVE” menu will be displayed when the slot number of
the slave Switcher is selected.

* Input slot numbers are from 1 through 10.

* The “NAME INPUT” screen will be displayed when you finish
entering the slot number.

Use the CURSORJor M/ button to select “VIDEQ”, “RGB”,
“S-VIDEO” or “COMPO.” and press ENTER.
* The “NAME INPUT” screen will be displayed.
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SIGNAL ENTRY

Items to select

*VIDEQ ---------- Selects the signal from the VIDEO input
terminal of the VIDEO input board.

*RGB ------------ Selects the signal from the RGB input terminal
of the RGB input board.

* S-VIDEO ------- Selects the signal from the S-VIDEO input
terminal of the VIDEO input board.

* COMPO. -------- Selects the signal as COMPONENT signal from
the RGB input terminal of the RGB input board.

« Go on to Step 2).

NOTE: Signal registry is not possible unless the installed input board
matches the selected signal. Check if the installed input board
matches the slot number.

2) Input the source name by selecting one character at a time with

the INPUT buttons 1 through 10 and by moving the cursor with
the CURSORS button. After finishing the selection of the
characters, press ENTER.

« Up to eight characters can be selected. NAME INPUT

« Eight characters are assigned to one INPUT button. | |  ——-—-—-—-—-—-

« Whenever the INPUT button is pressed, characters will be rotated.
Forexample:A - B - C -1 A...
* When pressing the INPUT button while holding down the CTL

button, another group of characters will be rotated.
Forexample:a—- b - c- ! - a...
« The characters corresponding to these INPUT buttons are as

follows:

When using With CTL
INPUT 1 A/B,C,and 1 a,b,cand!
INPUT 2 D,E F,and 2 d, e, f,and“
INPUT 3 G,H, l,and 3 g, h,i,and #
INPUT 4 J,K,L,and 4 ik 1,and $
INPUT 5 M, N, O, and 5 m, n, 0, and %
INPUT 6 P,Q,R,and 6 p,q,r,and &
INPUT 7 S, T,U,and 7 s, t,u,and
INPUT 8 V, W, X, and 8 v, W, X, and (
INPUT 9 Y,Z, ?,and 9 v,z,/,and)
INPUT 10 * ., and0 o+ and -

« If you have made an error in the input of a character, use the
CURSORg button and enter the correct letter or number.
To delete one character, move the CURSOButton to the
character to be deleted and then press the NORMAL button.
To delete all the entered name, hold down the CTL button then
press NORMAL.

*The “INITIAL DATA SELECT” menu will be displayed.
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3) Use the CURSQORor / button to select an item and press

ENTER. INITIAL DATA SELECT
Items to select DEFAULT
¢ DEFAULT ............. Uses the data stored in the DEFAULT AREA TEMPORARY
* TEMPORARY ....... Uses the data which is currently displayed e———

* ENTRY NUMBER .... Copies the data from the registered signal

* When selecting “ENTRY NUMBER”, the “DATA COPY

SELECT SOURCE” message will be displayed at the bottom of POLIO-L SIGNAL BN TR OALONE
the screen. Use the CURS@Ror [V button to select the signal NO NAME SOURCE  INPUT

you wish to copy the initial settings from and press ENTER. O NTSCS.S8 VIDEQ A

02 PAL VIDEO A
* The “DATA COPY MODE" menu will be displayed. 8 i \N/$§é80 g-?/llaDEO ﬁ
Use the CURSOR or M button to select an item and press 8 2
ENTER. 07
Items to select 8 S
CALL e, Copies all the settings. 1o

DATA COPY SELECT SOURCE
* EXCEPT H-POSI&PHASE

............................ Copies the settings except H-position and
Phase adjustments data.

« The “SOURCE INFORMATION" screen will be displayed. DATA COPY MODE
* Pressing END will return to the “SIGNAL ENTRY?” list. Go on ALL
to Step5. EXCEPT H-POSI & PHASE

NOTE: You can check and change various parameters on the
“SOURCE INFORMATION” menu. See page 29.

P01/03 SOURCE INFORMATION

(LT
INPUT TERMINAL  INPUT A
INPUT SOURCE RGB
VIDEO MODE RGB
FREQUENCY FH = HBMKHZ
Fv = OB Hz

SYNC POLARITY  HD(-) VD(+)
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B When selecting “ENTRY COPY”
You can copy one of the registered input to another selected line.
To do this, proceed as follows:

1)

2)

3)

Use the CURSORor Mbutton to select “ENTRY COPY” and

then press ENTER.

«The “ENTRY COPY SELECT SOURCE” message will be
displayed at the bottom of the screen.

Use the CURSQORor M button to select a line you wish to

copy from and then press ENTER.

«The “ENTRY COPY SELECT DESTINATION” message will
be displayed at the bottom of the screen.

Use the CURSQRor M/ button to select a line you wish to

copy to and press ENTER.

« When there is already a registered signal in the selected line, the
“ENTRY DATA OVERWRITE?” prompt is displayed. Use the
CURSORJor S button to select “YES” or “NO” and then
press ENTER.

*When the “ENTRY COPY END” message is displayed, this
completes the ENTRY COPY mode.

«The “SIGNAL ENTRY" list is displayed. Go on to Sté&p.

Items to select

*YES ........ Overwrites the selected signal that has already
been registered.

*NO.......... Stops overwriting.

Bl When selecting “ENTRY MOVE”
You can move one of the registered inputs to another selected
line. To do this, proceed as follows:

1)

2)

3)

Use the CURSOR or M button to select “ENTRY MOVE"

and then press ENTER.

e The “ENTRY MOVE SELECT SOURCE” message will be
displayed at the bottom of the screen.

Use the CURSQRor M/ button to select a line you wish to

move and then press ENTER.

* The “ENTRY MOVE SELECT DESTINATION” message
will be displayed at the bottom of the screen.

Use the CURSORor M button to select a line you wish to

move to and press ENTER.

* When there is already a registered signal in the selected
line, the “ENTRY DATA OVERWRITE?” prompt will be
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NEW ENTRY
ENTRY MOVE
ENTRY DELETE
DATA COPY
CHANGE DEFAULT
SOURCE EDIT

P01/10-1 SIGNAL ENTRY

STANDALONE

NO NAME SOURCE INPUT
0 1 NTSC3.58 VIDEO A
02 PAL VIDEO A
0 3 VGA480 RGB A
04 NTSC S-VIDEO A
05

06

07

08

09

10

ENTRY COPY SELECT SOURCE

ENTRY DATA OVERWRITE?
MEa \NO

SIGNAL ENTRY
NEW ENTRY
ENTRY COPY
[ENTRY MOVE
ENTRY DELETE
DATA COPY
CHANGE DEFAULT
SOURCE EDIT

P01/10-1 SIGNAL ENTRY

STANDALONE

NO NAME SOURCE INPUT
0 1 NTSC3.58 VIDEO A
02 PAL VIDEO A
0 3 VGA480 RGB A
0 4 NTSC S-VIDEO A
05

06

07

08

09

10

ENTRY MOVE SELECT SOURCE




SIGNAL ENTRY

displayed. Use the CURSGRor > button to select
“YES” or “NO” and then press ENTER.
« When the “ENTRY MOVE END” message will be
displayed, this completes the ENTRY MOVE mode.
e The “SIGNAL ENTRY” list will be displayed. Go
onto Stes.

Items to select

*YES ......... Overwrites the selected signal that has
already been registered.

*NO......... Stops overwriting.

Bl When selecting “ENTRY DELETE”
You can delete one of the signals in the currently selected
lines. To do this, proceed as follows:

1) Use the CURSQORor [V button to select “ENTRY
DELETE” and then press ENTER.
e The “DELETE : SELECT START LINE"” message
will be displayed at the bottom of the screen.

2) Use the CURSOR or M button to select the first of
the lines you wish to delete and then press ENTER.
e The “DELETE : SELECT END LINE” message
will be displayed at the bottom of the screen.

3) Use the CURSORor[\/ button to select the end of
the lines you wish to delete and then press ENTER.
* The “SELECT LINE DELETE?” menu will be
displayed.

4) Use the CURSQOR or Hbutton to select "YES/NO"
and then press ENTER.
e The “SIGNAL ENTRY” list will be displayed. Go
onto Stes.

Items to select

*YES ........ Deletes the selected signal that has already
been registered.
*NO......... Stops deleting.
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ENTRY DATA OVERWRITE?
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SIGNAL ENTRY
NEW ENTRY
ENTRY COPY
ENTRY MOVE
DATA COPY
CHANGE DEFAULT
SOURCE EDIT

P01/10-1 SIGNAL ENTRY

STANDALONE

NO NAME SOURCE INPUT
0 1 NTSC3.58 VIDEO A
02 PAL VIDEO A
0 3 VGA480 RGB A
04 NTSC S-VIDEO A
05

06

07

08

09

10

DELETE : SELECT START LINE

P01/10-1 SIGNAL ENTRY

STANDALONE

NO NAME SOURCE INPUT
(O} NTSC3.58 VIDEO A
(] PAL VIDEO A
(] VGA480 RGB A
(O} NTSC S-VIDEO A
05 S-VIDEO A
06

07

08

09

10

DELETE : SELECT END LINE

SELECTED LINES DELETE?
START LINE :01
END LINE :05

RE No
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H When selecting “DATA COPY”

To help assist in adjusting multiple inputs this projector has a
feature called DATA COPY. This feature allows you to copy the
memory data from one input to another input. By copying this
data from an input that has already been adjusted to an existing
input you will not have to do a complete adjustment.

To do this, proceed as follows:

1) Use the CURSOR or M button to select “DATA COPY”
and then press ENTER.
e The “DATA COPY SELECT SOURCE”" message will be
displayed at the bottom of the screen.

2) Use the CURSQOR or M button to select the signal to copy
from and then press ENTER.
* The “DATA COPY SELECT DESTINATION” message
will be displayed at the bottom of the screen.

3) Use the CURSQR or [/ button to select the signal you wish
to copy to and press ENTER.
* The “DATA COPY MODE” menu will be displayed.
Use the CURSOR or [V button to select an item and press
ENTER.

Items to select

CALL oo, Copies all the settings.

« EXCEPT H-POSI&PHASE .. Copies the settings except H-
position and Phase adjustments
data.

* When “GAIN DATA COPY END” message will be displayed,
this completes the DATA COPY mode.
e The “SIGNAL ENTRY" list will be displayed. Go on to St&p

B When selecting “CHANGE DEFAULT"

All of the adjustment data of the selected signal will be stored in
the DEFAULT AREA.

The data stored in the DEFAULT AREA can be recalled by
pressing the NORMAL button.

Selecting “DEFAULT” from the “INITIAL DATA SELECT”
menu during signal entry will utilize the data stored in the
“DEFAULT AREA".

NOTE: The default area is comprised of six locations depending

on the horizontal frequency. The adjustment data will be stored in
one of these locations corresponding its horizontal frequency. To
refer the current default area, see "DEFAULT DATA" of the

OPTION menu on page 118.

To do this, proceed as follows:
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NEW ENTRY
ENTRY COPY
ENTRY MOVE
ENTRY DELETE
CHANGE DEFAULT
SOURCE EDIT

P01/10-1 SIGNAL ENTRY

STANDALONE

NO NAME SOURCE INPUT
0 1 NTSC3.58 VIDEO A
02 PAL VIDEO A
0 3 VGA480 RGB A
04 NTSC S-VIDEO A
05

06

07

08

09

10

DATA COPY SELECT SOURCE

DATA COPY MODE
ALL
EXCEPT H-POSI & PHASE

SIGNAL ENTRY
NEW ENTRY
ENTRY COPY
ENTRY MOVE
ENTRY DELETE
DATA COPY

CHANGE DEFAULT

SOURCE EDIT
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1) Use the CURSQORor [V button to select “CHANGE
DEFAULT” and press ENTER.
e The “STORE TO DEFAULT AREA?” will be displayed.
2) Use the CURSORor S button to select an item and press
ENTER.

Items to select

*YES ......... The picture parameter data of the selected signal
will be stored in the DEFAULT AREA.

*NO........... The picture parameter data of the selected signal STORE TO DEFAULT AREA?
will not be stored in the DEFAULT AREA. ( DEFAULT No. O)

* If the “SIGNAL ENTRY?” list will be displayed, this YES NO
completes the CHANGE DEFAULT mode.
e To end the “SIGNAL ENTRY” list, go on to Stp

B When selecting “SOURCE EDIT”
This feature allows you to change various parameters of the
source on the selected line. This can be done to the current
projected signal as well as not projected source.

SIGNAL ENTRY

NOTE: The setting INPUT TERMINAL cannot be done to the NEW ENTRY

current projected signal. ENTRY COPY
ENTRY MOVE

ENTRY DELETE

To do this, proceed as follows: DATA COPY
1) Use the CURSORor [V button to select “SOURCE EDIT” AN CE DEEAULT

and then press ENTER.
e The “SOURCE INFORMATION” screen will be displayed.
» The “SOURCE INFORMATION” screen will be also
displayed by pressing the INFO button on the service remote
while the SIGNAL ENTRY is displayed.

2) Use the CURSQR or [/ button to select the item and then
P01/03 SOURCE INFORMATION
press ENTER.
. . . NAME gooooooo
* The selected setting screen is displayed. INPUT TERMINAL INPUT A
INPUT SOURCE RGB
VIDEO MODE RGB
FREQUENCY FH=00O0.00kHz
Fv=00.00Hz
SYNC POLARITY HD(-) VD(+)
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BWhen selecting "INPUT TERMINAL"

You can select the input terminal for the registered
signal. This feature is useful when you need to

change the input terminal due to adding optional equip-
ment.

NOTE: This setting cannot be done to the current pro-
jected signal.

To do this, proceed as follows:
1) Use the CURSOR buttons to select “INPUT TERMI-
NAL” and then press ENTER.

e The “INPUT TERMINAL SELECT” menu will be
displayed.

When used in the stand alone operation:

Use the CURSCOR or M button to select an input slot

from three slots: INPUT A, INPUT B, and INPUT C, and

press ENTER.

* The "SIGNAL ENTRY" screen is displayed.

Items to select
*INPUTA ..o Standard installed terminal
*INPUTB .............. Optional board terminal
*INPUTC .............. Optional board terminal

When used with a single Switcher ISS-6020/I1SS-
6020G:

Use the CURSQR or M button to select the desired slot
number "1" through "10 (0)" of the Switcher and press
ENTER.

* The "SIGNAL ENTRY" screen is displayed.

When used with two or more Switchers ISS-6020/

ISS-6020G:

Use the CURSQOR or [/ button to select the master slot

number "1" through "10 (0)" first from the master menu,

then select the slave slot number "1" through "10 (0)"

from the slave menu and press ENTER.

* The "SIGNAL ENTRY" screen is displayed.

« For changing parameters of the setting feature, see pages
29 to 35.
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INPUT SOURCE
VIDEO MODE
FREQUENCY

SYNC POLARITY

gooooooo
INPUT A

RGB

RGB
FH=00O.00kHz
Fv=00.00Hz
HD(-) VD(+)

INPUT TERMINAL SELECT

INPUT A
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[ SLOT_01 |
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| SLOT_01 ]
SLOT-02
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SLOT-03
SLOT-04
SLOT-05
SLOT-06
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5 To complete the signal entry, press the END button.
« Whenever the END button is pressed, the menus will

sequence in this order: RETURN USER MODE?
“ADJUST” menu- Source screen. NO

« When your passcode is in effect, the “RETURN USER
MODE?” screen will be displayed. If this happens, use
the CURSORJor > button to select either “YES” or
“NO” and press ENTER.

Items to select

*YES ......... When you try to enter the ADJUST mode
the next time, you will need to re-enter your
passcode.

*NO ... When you try to enter the ADJUST mode

the next time, you will not need to re-enter
your passcode.
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Checking and Setting Various Parameters

Parameters of the signal currently projected can be displayed.
For changing parameters of the other registered signals, perform on

the SIGNAL ENTRY screen. See pages 19 to 35. ADJUST
To view or change the parameters, proceed as follows: 1/ SIGNAL ENTRY
1 Press the ADJUST buttpn. _ 2 | FOCUS
The “ADJUST” menu will be displayed. 3/ ALIGNMENT
) . 4 | CONVERGENCE
NOTE: The projector may ask you to enter your passcode. 5 | KELVIN
« See page 59 for Passcode explanation. 6/ R,G,B GAIN
7/ PASSCODE
8 / OPTION
9 / REF.ADJUST
2 Press the INFO button.
*The “SOURCE INFORMATION” screen will be displayed.
* The “SOURCE INFORMATION” screen will be displayed also
when you exit the “SIGNAL ENTRY” screen.
3 Check and / or set the various parameters of the signal currently
projected.
The menu items you can set are NAME, SYNC CONTROL,
COUNTER, DISPLAY TIME, SOURCE LOCK, AKB, G-Y
MATRIX, POSITION, FONT, APERTURE, SYNC TERMINA-
TION and AFC. See the following pages for an explanation of
each setting.
P01/03 SOURCE INFORMATION
NAME 00000000
INPUT TERMINAL INPUT A
INPUT SOURCE RGB
VIDEO MODE RGB
FREQUENCY FH=0OOO.OOkHz
FV=0OO.0OHz
SYNC POLARITY HD(-) VD(+)
P03/03 SOURCE INFORMATION P02/03 SOURCE INFORMATION
POSITION WIDE SYNC CONTROL AUTO
FONT NORMAL COMP.
APERTURE MANUAL <@————Pp»| COUNTER ooooog
LEVEL1 DISPLAY TIME 00oo0:00
SYNC TERMINATION 75Q SOURCE LOCK OFF
AFC NORMAL AKB OFF
G-Y MATRIX
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M Setting “NAME”
This function is used to change a user name that has previously
been entered.
To do this, proceed as follows:
1) Use the CURSOR buttons to select “NAME” and then press
ENTER.
* The “NAME INPUT” screen will be displayed.

2) Input a new source name by selecting one character at a time
with the INPUT buttons 1 through 10 and by moving the
cursor with the CURSORbutton. Only after completely
finishing the selection of the characters, press ENTER.

« If you have made an error, use the CURSOBRutton and
reenter the correct letter or number.
To delete one character, move the under bar to the character
to be deleted and then press the NORMAL button.
To delete all the entered name, hold down the CTL button
then press the NORMAL button.

* The above is the same procedure of the signal entry. See
page 20 for more details.

¢ The screen will return to the “SOURCE INFORMATION”
screen.

M Setting “SYNC CONTROL”
This function is used to select the detection method of the sync
signal for an RGB signal.
To do this, proceed as follows:
1) Use the CURSOR buttons to select “SYNC CONTROL” and
then press ENTER.
e The “SYNC CONTROL" menu will be displayed.
2) Use the CURSQORor [Vl button to select either “AUTO”,
“G-SYNC", or “TRI-SYNC" and press ENTER.
e The screen will return to the “SOURCE INFORMATION"
screen.
« When “AUTO" is selected, the sync type will be displayed.
¢ Select “AUTO” in normal operation.

On-screen display

* AUTO ----- Detects automatically a composite or HV separate
sync signal.

* G-SYNC -- When sync on green and HV separate signals are
accepted at the same time, the screen may be
greenish. If this happens, select this “G-SYNC” to
return to the normal screen.

* TRI-SYNC Selects this mode when a tri-sync (HDTV) signal is
selected.
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P01/03 SOURCE INFORMATION
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INPUT TERMINAL  INPUT A

INPUT SOURCE RGB

VIDEO MODE RGB

FREQUENCY FH = L MKHz
Fv = T Hz

SYNC POLARITY  HD(-) VD(+)

NAME INPUT

P02/03 SOURCE INFORMATION

SYNC CONTROL AUTO

COMP.
COUNTER mannn|
DISPLAY TIME Mo m
SOURCE LOCK OFF
AKB OFF

G-Y MATRIX

SYNC CONTROL

AUTO

G-SYNC
TRI-SYNC
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M Setting “COUNTER”
This function is used to reset the number of times a signal is
selected for display.
1) Use the CURSOR buttons to select the “COUNTER” and
then press ENTER.
» The “COUNTER RESET?” screen will be displayed.

2) Use the CURSQORor > button to select either “YES” or
“NO” and then press ENTER.
» To reset the counter, select “YES”. If you do not need to
reset, select “NO”.
* The screen will return to the “SOURCE INFORMATION”
screen.

H Setting “DISPLAY TIME”

This function is used to reset the time of signal display.

1) Use the CURSOR buttons to select “DISPLAY TIME” and
then press ENTER.
* The “DISPLAY TIME RESET?” screen will be displayed.

2) Use the CURSQOR or >button to select either “YES” or
“NO” and then press ENTER.
» To reset the timer, select “YES”. If you do not need to
reset, select “NO”.
» The screen will return to the “SOURCE INFORMATION"
screen.
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SIGNAL ENTRY

M Setting “SOURCE LOCK”
This function is used to stop the projector’s automatic signal
discrimination of various RGB signals.
Set the lock control to the ON position when connecting an
intermittent or low quality signal.
1) Use the CURSOR buttons to select “SOURCE LOCK” and
press ENTER.
¢ The “SOURCE LOCK CONTROL"” menu will be displayed.

2) Use the CURSORor [/ button to select either “OFF” or
“ON” and press ENTER.
* The screen will return to the “SOURCE INFORMATION”
screen.
¢ Select “OFF” in normal operation.

Items to select

* OFF .......... Deactivates the projector’s automatic signal
discrimination of RGB signals.
*ON........... Activates the projector’s automatic signal discrimi-

nation of RGB signals.

M Setting “AKB”
This function is used to activate the auto white balance control.
1) Use the CURSOR buttons to select “AKB” and then press
ENTER.
e The “AKB CONTROL" menu will be displayed.

2) Use the CURSOR or M button to select either “OFF” or
“ON” and then press ENTER.
e The screen will return to the “SOURCE INFORMATION”
screen.

NOTE: When “ON” is selected, the AKB detection signal will
appear on the top of the screen. If you wish to remove it, select
“OFF”.

« If the projector is used on the AKB OFF for an extended
period, it could affect the white balance settings. To avoid
this, set AKB to ON periodically.
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SIGNAL ENTRY

M Setting “G-Y MATRIX”
This function is used to set a matrix ratio for a COMPONENT P02/03  SOURCE INFORMATION
signal.
Note that this function is not available unless a COMPONENT SYNC CONTROL égL%
signal is accepted. COUNTER i
To do this, proceed as follows: DISPLAY TIME (0
SOURCE LOCK OFF
1) Use the CURSOR buttons to select “G-Y MATRIX” and AKB OFF
press ENTER. Ml
* The “G-Y MATRIX” menu will be displayed.
2) Use the CURSORJor [/ button to select an item and press
ENTER.
e The screen will return to the “SOURCE INFORMATION" G-Y MATRIX
screen.
NTSC1
Items to select NTSC2
*HD ------m-mmm- For an HDTV signal NTSC3
*NTSC 1-3------ For a DVD signal
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SIGNAL ENTRY

M Selecting “POSITION”
This function is used to select the vertical area mode for the
“POSITION-SHIFT” adjustment.
To do this, proceed as follows:
1) Use the CURSOR huttons to select “POSITION” and then
press ENTER.
e The “POSITION” menu will be displayed.

2) Use the CURSQRor [Vl button to select either “WIDE” or
“NARROW” and then press ENTER.
e The screen will return to the “SOURCE INFORMATION”
screen.
* Select “WIDE” in normal operation.

Items to select
* WIDE ....... Adjustment area is wide.
* NARROW. Adjustment area is narrow.

NOTE: Selecting “NARROW” may solve problems caused by an
interlace input signal.

M Setting “FONT”
This function is used to specify the appropriate font size to the
on-screenmessage.
To do this, proceed as follows:
1) Use the CURSOR buttons to select “FONT” and then press
ENTER.
e The “FONT SIZE"” menu will be displayed.

2) Use the CURSQRor [/ button to select either “NORMAL”
or “SMALL" and then press ENTER.
¢ The screen will return to the “SOURCE INFORMATION"
screen.

Items to select

* NORMAL . Calculates the appropriate font size with the
vertical scanning lines to display the on-screen
message in the appropriate size.

* SMALL .... Displays the on-screen message in the font size of
75 percent of the NORMAL size.
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SIGNAL ENTRY

M Setting “APERTURE”"

This function is used to correct picture edge by changing the
frequency response of the video circuit. You can select two
aperture modes: manual and auto.

1) Use the CURSOR buttons to select “APERTURE" , then
press ENTER.
* The “APERTURE “ menu will be displayed.

2) Use the CURSOR\ or M button to select “MANUAL” or
“AUTO", then press ENTER.

Items to select

* MANUAL . Selects one of the eight aperture levels.

* AUTO....... Corrects the aperture automatically according to
the horizontal frequency of the input signal.

* When "MANUAL" is selected, the "LEVEL" menu is
displayed. Use theURSORA or M button to select the
desired correction level.

* The screen will return to the “SOURCE INFORMATION”
screen.

NOTE: The default setting is "MANUAL-LEVEL 1".

H Setting “SYNC TERMINATION”
This function is used to select the impedance of the sync signal.

1) Use the CURSOR buttons to select “SYNC TERMINA-
TION”, then press ENTER.
* The “SYNC TERMINATION” menu will be displayed.

2) Use the CURSOR or M button to select “ 78" or “Hi-Z”,
then press ENTER.
» The screen will return to the “SOURCE INFORMATION"
screen.

Items to select
e 75Q --—--- Set to the 75 ohm impedance of the sync signal.
e Hi-Z ------- Sets to the high impedance of the sync signal.

NOTE: The default setting is “75 Q”.
This should be “75 Q” for normal use. Select the “Hi-Z” when
inputting a TTL signal.
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SIGNAL ENTRY

M Setting “AFC”
This function is used to reduce jitter by changing time-constant
of AFC of the sync generator circuit.

1) Use the CURSOR buttons to select “AFC”, then press
ENTER.
e The “AFC” menu will be displayed.

2) Use the CURSORJor M button to select “NORMAL" or
“SLOW" , then press ENTER.
e The screen will return to the “SOURCE INFORMATION”

screen.

Items to select
* NORMAL........ Standard AFC time-constant.
*ON oo, Slows the AFC time-constant.

NOTE: The default setting is NORMAL.
Although jitter will be reduced, image distortion may appear at the
top of the screen if the AFC mode is set to SLOW.

To complete, press the END button.

* Whenever the END button is pressed, the menus will sequence
in this order:
“ADJUST” menu- Source screen

* When your passcode is in effect, the “RETURN USER
MODE?" screen is displayed. If this happens, use the
CURSORJ or Hbutton to select either “YES” or “NO” and
press ENTER.

Items to select

*YES ........ When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
*NO......... When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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ADJUSTMENT

Before adjusting
1 Installation of the projector.
« This projector is pre-adjusted at the factory for 100 inch screen front projection at 12.4° for XG85 and 12.2° fo
XG135LC, and ceiling mounting. If your application is the same as the factory setting, you will not have to
reconfigure the projector for your application. However, if you want to do some fine or further adjustments, ca
the following adjustments.
2 Connect the external equipment to the projector.
3 Turn on power to the external equipment and the projector.
« If you want to institute the use of a passcode, register the passcode. See page 62.
« Carry out the adjustments after displaying an image for 20 minutes or more.
4 Select the input signal.

« If your input signal has not been recorded, it is necessary to perform the signal entry beforehand. See page 19.

rry out

If you want to use the projector in any other configuration than the factory setting, perform the following after installat

1) Electrical Focus Adjustment See page 39
A 4
2) Alignment Adjustment See page 43
A4
3) Static Convergence Adjustment See page 50
v Check and adjust again
- - if necessary
4) Dynamic Convergence Adjustment See page 51
A 4
5) Color temperature & White Balance Adjustment  See page 59
.................. Y,
! 6)R, G, B Gain Adjustment See page 60 i

(only when used with the 1ISS-6020/1SS-6020G) :

*|f a wrong button is pressed accidently, an error message will appear.
*Pressing the HELP button will display a brief description of the
selected function and button operation instructions.
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ADJUSTMENT

Electrical Focus Adjustment

Adjust the focus electrically to obtain the best screen focus.

NOTE:

* The adjustment must be done to each input.

« Selectthe FOCUS test pattern using the TEST button on the full
functionremote control.

Proceed as follows:
1 Press the ADJUST button to display the “ADJUST” menu.
 The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASS CODE.

2 Use the CURSQR or [/ button to highlight the “2/FOCUS”
line. Press ENTER to display the FOCUS menu. You can also
select the FOCUS menu directly by pressing the INPUT “2”
button.

3 Use the CURSOR or M button to highlight your preferred
adjustment item. Press ENTER to display the selected adjustment
screen.

* You can also select the adjustment screen directly by pressing
the INPUT “1” through “4” button.

« For edge focus, you can select either “EDGE ALL” or “EDGE
SEPA.” in the FOCUS EDGE mode of the OPTION menu.
(See page 65).

Items to select

(AR ... The focus adjustment for the center of the
screen (eachCRT).
*EDGALL ... The focus adjustment for the edge area of the

screen (allCRTSs).

« EDGESEPA. .. The focus adjustment for the edge area of the
screen (eachCRT).

cOOR\R. ... The focus adjustment for the corner of the
screen (eachCRT).

NOTE:

» The adjustment screen can also be displayed by pressing the
FOCUS button onthefull function remote control. The FOCUS
button rotates the adjustment screen in the above order.
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ADJUSTMENT

4 Press the R, G, and B button to project the CRT beam to be
adjusted.
*You can turn on or off each CRT beam (R, G, and
B)separately.

NOTE:

» TheCENTER,EDGESEPA. ,andCORNERfocusadjustment
should be performed foreach CRT separately.

 TheEDGEALL focusadjustmentaffectsallthe three CRTsat
the same time.

5 Hold down the CTL button then select the CRT you wish to
adjust with the R, G, and B button.
» The display of the corresponding CRT will change from one
CRT to another.

NOTE:

* Youdo not need to select the CRT color for the EDGE ALL
focus.

* Always be aware of what color the on-screen CRT display is
showing (R, G, B) when “CENTER”, “EDGE SEPA.”, or “COR-
NER” is selected. If that color’s test pattern is turned off, any
adjustment to that color will display the “THIS COLOR IS NOT
APPLICABLE” message.

6 Use the CURSOR buttons to adjust the focus.

H When selecting “CENTER”

« Pressing thé& or Al button increases the control levels of the
center focus. (The gauge mark in the scale moves to the right.)

* Pressing théJ or M button decreases the control levels of the
center focus. (The gauge mark in the scale moves to the left.)

To switch to the "EDGE ALL" or "EDGE SEPA." mode:

press and hold CTL, then press CURSOR button.
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ADJUSTMENT

Bl When selecting “EDGE ALL"/"EDGE SEPA.” A
1) Press and hold the CTL button then press any one of the v
CURSOR buttons to select the position to be adjusted. (The
marker on the selected side will turn to a solid color.) C II?ETD G ER SEPARATE -
cr ATen) LT B <> SCREEN -TOP- P
CTL+ M (Bottom) CTL+ K(Left)
» To switch to Bottom from Top, press and hold CTL, then press v +10%
CURSOR/ twice. ‘ ‘ N ‘
» To switch to Top from Bottom, press and hold CTL, then press \V4
CURSORY twice.
» To switch to Left from Right, press and hold CTL, then press
CURSORZ twice.
» To switch to Right from Left, press and hold CTL, then press
CURSOR twice.
2) Use the CURSOR buttons to adjust the focus.
 Pressing thé or [\l button increases the control levels of the
edge focus. (The gauge mark in the scale moves to the right.)
 Pressing thé&d or [V button decreases the control levels of the
edge focus. (The gauge mark in the scale moves to the left.)
3) To switch to the CENTER screen, use the CTL and CURSOR
buttons as follows:
» To switch to CENTER from Top, press and hold CTL, then
press CURSOR].
» To switch to CENTER from Bottom, press and hold CTL, then
press CURSOR.
» To switch to CENTER from Right, press and hold CTL, then
press CURSOK.
» To switch to CENTER from Left, press and hold CTL, then
press CURSOH.

FOCUS

B When selecting “CORNER”

« Press and hold the CTL button then press any one of the % %
CURSOR buttons to select the position to be adjusted. (The FOCUS
marker on the selected side will turn to a solid color.) - CORNER -
CT+ A ... TR(Topright) CRT - R -
Clt M ... BR (Bottomright) SCREEN - BR -
Cl+ X ...... TL(Topleft)
C+ & ...... BL (Bottomleft) } 4 +10%
6 ¢

« Use the CURSOR huttons to adjust the focus.
Pressingthe S or [A buttonincreases the control levels of the
corner focus. (The guage mark in the scale moves to the
right.)

Pressingthe [Kor \button decreases the control levels of the
corner focus. (The guage mark in the scale moves to the left.)
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ADJUSTMENT

7 Repeat stepsl to 6 for the other CRTs if necessary.
8 To end this adjustment, press the END button.

* Whenever the END button is pressed, the menu will sequence

in this order:

“FOCUS” menu. “ADJUST” menu Source screen
«If the “RETURN USER MODE?” menu appears, use the
CURSORg or >button to select either “YES” or “NO” and

then press ENTER. This will exit the ADJUST mode.

Items to select

YES ... Whenyou try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
N Whenyou try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.

RETURN USER MODE?
NO

NOTE: The center focus for the Blue CRT is pre-adjusted so that

the best white uniformity can be obtained at the gauge center
(0%). For this reason, it has been set at the factory to be
slightly out of focus.

Therefore you should not perform the center focus adjustment
tothe Blue CRT with the remote control.

42




ADJUSTMENT

Alignment Adjustment

Correct the horizontal and vertical error for the projected image.

NOTE: Selectthe CROSS-COARSE test patternusing the TEST
button on the full function remote control.

Proceed as follows: - ADJUST -
1 Press the ADJUST button to display the “ADJUST” menu. ; ; §|OGCNUASL ENTRY
» The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE. 4 /] CONVERGENCE
2 Use the CURSGRor [V button to highlight the “3/ALIGN- g ; g EG'- \é' ':‘;A N
MENT” line. Press ENTER to display the “ALIGNMENT” 7 PA S’SCO DE
menu. You can also select the “ALIGNMENT” menu directly by 8/ OPTION
pressing the INPUT “3” button. 9/ REF.ADJUST
3 Use the CURSQRor M button to select the preferred item.
Press ENTER. You can also select the alignment item directly by - ALIGNMENT —
pressing an INPUT button.
* The selected adjustment screen will be displayed. 8; ; i ?\)/IVIXL ITUDE
See page 45 and 46 for the explanation of the selected adjust- 04 /] LINEARITY
ment. 05/ KEY-STONE
Items to select 8 s ; E II ﬁ -E(,:AURS- g EAOLN
* TILT SKEW .......... Adjusts the tilt and the skew 08 / KEY-BALANCE
eBOW ..o Adjusts the horizontal and vertical bow 09 / PIN-BALANCE
* AMPLITUDE ........ Adjusts the horizontal and vertical ampli- 10 / LINE DIST
tude of the projected image 11 / R,G,B POINT
* LINEARITY .......... Adjusts the horizontal and vertical linearity
* KEY-STONE ......... Adjusts the horizontal and vertical keystone

* PIN-CUSHION ..... Adjusts the horizontal and vertical pincushion

* LINEAR-BAL ........ Adjusts the horizontal and vertical linearity
balance

* KEY-BALANCE ..... Adjusts the horizontal and vertical keystone
tilt balance

* PIN-BALANCE ..... Adjusts the horizontal and vertical pincush-
ion bow balance

*LINEDIST............ Adjusts S shaped and biquadratic distortion
of vertical and horizontal lines

*R,G,B POINT........ Adjusts the horizontal and vertical line in
detail using a intersections on the CROSS-
COARSE pattern as a reference point

NOTE: You can also select adjustments directly using buttons on
the full function remote control. If you are in the CONVERGENCE
mode (see page 48), press and hold down the CTL button then
press the G button. This will bring you to the ALIGNMENT
adjustment screen. To select the “LINEAR-BAL”, “KEY-BALANCE”,
or “PIN-BALANCE”, or “LINE DIST”. alignment, press and hold
down the CTL button then press the LINEAR,KEYSTN, PINCUS, or
BOW button respectively.
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ADJUSTMENT

4 Press the R, G, and B buttons to display only the Green pattern.
< You can turn on or off each CRT beam (R, G or B) separately.
* To access the CONVERGENCE screen (see page 49), press and
hold down the CTL button then press the R or B button.
5 Use the CURSOR buttons to adjust the alignment of the pro-
jected pattern.
* The CURSORK or [>button increases or decreases the
horizontal level.
The CURSORA or M button increases or decreases the vertical
level.

B Adjusting LINE DISTORTION

1) Select the “10/LINE DIST.” item then press ENTER.
e The “LINE DIST.” menu is displayed.

2) Use the CURSOR\ or [Vl buttons to select the item and press
ENTER to display the selected adjustment screen. You can
also select the item directly by pressing the corresponding
INPUT number button.

* The selected adjustment screen is displayed.

 The adjustment screen can also be displayed by holding and
pressing the CTL, then the BOW button on the full function
remote control. Each press of the BOW button with pressed
CTL toggles the adjustment screen between CENTER, EDGE

and BIQUAD.

Items to select

* CENTER .......co... Corrects S-shaped horizontal lines distor-
tion on the screen.

CHE .. Corrects S-shaped lines distortionaround
the perimeter of the screen.

*BQUAD ..o Correctsbiquadratic distortionatthetop
and bottom of the screen.

44

ALIGNMENT

- TILT,SKEW -

H v L, t1o%
VA -90%

ALIGNMENT

- TILT,SKEW -

H v S +10%
V [ABNORMAL CORRECTION DATA |

During alignment or convergence adjustment, if the
projector acknowledges that your adjustment is overcor-
rected, the “ABNORMAL CORRECTION DATA” message
appears. The data is cancelled at that moment. If this
happens, reduce the total amount of the current adjust-
ment data.

-LINE DIST.-
1/ CENTER
2 | EDGE

3/ BIQUAD

ALIGNMENT
- LINE DIST. CENTER -

| \ 4 IO%




3) Use the CURSOR buttons to align the pattern.
When selecting "CENTER":
« Pressing the CURSORj or [\ button increases the level.
Pressing the CURSORor M button decreases the level.

When selecting "EDGE"™:

« Pressing the CURSORor > button corrects the vertical
lines.
Pressing the CURSOR or M/ button corrects the horizontal
lines.

When selecting “BIQUAD”:

* Pressing the CURSQRor [ increases the level.

 Pressing the CURSQOR or\J decreases the level.

To switch to the adjustment position, press and hold CTL and
then press CURSOR or /| button.

M Adjusting R,G,B POINT

NOTE:

* The R,G,B POINT adjustments should only be done if neces-
sary. Over adjusting them may cause the picture distortion.

* The alignment adjustment affects three CRTs at the same time
while the convergence adjustment needs to be performed for
each CRT (R and B) separately.

1) Select "11/R,G,B POINT" from the "ALIGNMENT"menu and
press ENTER to display the "R,G,B POINT" menu. For
dynamic convergence, select "9/POINT" from the "CONVER-
GENCE" menu and press ENTER to display the "POINT"
menu.
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ADJUSTMENT

2) Use the CURSOR or M button to select the item and press
ENTER to display the selected adjustment screen. You can also

select the item directly by pressing the corresponding INPUT -R,G,B POINT-

e CROSS [1/COARSE

* The "CROSS-COARSE" test pattern will be automatically L/ COARSE
displayed. 2/MEDIUM

* The R,G,B POINT screen in the alignment mode or the 3/FINE

POINT adjustment screen in the convergence mode can be
also displayed by pressing the POINT button on the full
function remote control. The POINT button rotates the

adjustment screen in the following order: COARSE, ME- RGB POINT
DIUM, FINE. - COARSE -
Items to select [ ]
*COARSE .............. Coarse adjustment. Number of adjust-
ment zones is 3 x 3.
*MDM ... Number of adjustment zones is 7 X 7.
*FINE....ooovirinnn Fine adjustment. Number of adjustment
points is 13 x 16. When the adjustment area When the adjustment area
frame is a box type. frame is a box with one side
open.

3) Use the CURSOR or [\/ buttons to move the cursor mark to
the point to be adjusted. | b

 Pressing the CURSOR button moves the cursor to the right. || l
Pressing the CURSOR] button moves the cursor to the left. 7 T T

Pressing the CURSOR button moves the cursor to the top. ey 1 e, S S S

Pressing the CURSOR button moves the cursor to the
bottom.

When FINE is selected, the adjustment area frame is not displayed.

[] :adjustmentareaframe

r " .
L 4 -adjustment
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4) For alignment, hold down the CTL button, then use the
CURSOR buttons to align the pattern. For convergence, hold
down the CTL button and then use the CURSOR buttons to
align the Red or Blue pattern with the Green pattern.

NOTE: For more accurate convergence correction on edges,
perform the amplitude and linearity adjustments before the
POINT convergence adjustment.

6 To end this adjustment, press the END button.
« Whenever the END button is pressed, the menus will sequence

in this order:
“ALIGNMENT” menu - “ADJUST” menu - Source screen RETURN USER MODE?
« If the “RETURN USER MODE?" menu appears, use the NO

CURSORK or >]button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

Items to select

*YES ......... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.
*NO........... When you try to enter the ADJUST mode again,

you will not need to re-enter your passcode.
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Alignment Adjustment Items

TILT SKEW
Adjusthorizontalcenterline. Adjustvertical centerline.
- <_
— —1— . o .
- ,, < ,,
T Pany bo-AN l / /
NS---1- A\ %4
— - h Fary ,',
! N !
—>
Vertical BOW Horizontal BOW
Adjusthorizontal center line bow. Adjustvertical center line bow.
<
—kE - ’ yanVi ’
; N\ 74 ;
l \;\~‘—~_ - Fany l
\V A\ %4
el - A N A
\J\\
<_
Vertical AMPLITUDE Horizontal AMPLITUDE
Adjust vertical height ofimage. Adjust horizontal size ofimage.
e e p . —> <+
D ' '
A% l . .
N N
hd Y
Pany T , ,
JEDN [NUUDUDE NEDUDNR N AU R— - - - -
Vertical LINEARITY Horizontal LINEARITY
Adjusttopand bottom linearity. Adjustleftandrightlinearity.
N I B’ N - l «— <«
A% . ]
f\: f\:
\JI \J:
ol lulelek Ikulalrs Vel sslelels - l : :
A\ %4 - ]
Vertical KEYSTONE Horizontal KEYSTONE
Adjusttop and bottomkeystoneerror. Adjustleftand rightkeystoneerror.
_> <_
Pany b Pany a4y
T AN EEEE B U l UV \J,
l War Skl IS D T f% ;\
% - P ¥
<+ —>
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Alignment Adjustment Items

Vertical PINCUSHION
Equalize top and bottom pincushion error.

14 &1

Vertical LINEAR-BALANCE
Equalize top and bottom linearity balance error.

Fs=c=d
E====d

Vertical KEY-BALANCE
Equalize top and bottom keystone balance error.

Ay l
A%

T a —=-b-- AN l
N ”

Vertical PIN-BALANCE
Equalize top and bottom pincushion balance error.

Sasmnd!
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LINE DIST. CENTER
Correct S-shaped horizontal line
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Vertical POINT
Adjust the point peak vertically

Horizontal PINCUSHION
Equalize left and right pincushion error.

—Pp 44—
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Y N7
[ 0
o a
Y AV 74N
—Pp 44—

Horizontal LINEAR-BALANCE
Equalize left and right linearity balance error.
<+ —>

o

AY Va
” \]

A\

—>

<
Horizontal KEY-BALANCE
Equalize left and right keystone balance error.

4— 4—
aN a4
') %)
0 !
Fany m
Y T
—Pp —Pp

Horizontal PIN-BALANCE
Equalize left and right pincushion balance error.

LINE DIST. BIQUAD
Correct biquadratic distortion

_$

A

+— —
© D
<+ <+
Vertical LINE DIST. EDGE Horizontal LINE DIST. EDGE
Correct S-shaped horizontal line Correct S-shaped vertical line
»l-r\~~~ r\A o - ~
vY [ Y1 N\ b
Y N
© &
+f\ ——-f\—l— “H— —P
—~|_\J_—— \J* . N

Horizontal POINT
Adjust the point peak horizontally

i !

T

1 1

SIfeENET TN N

Markerup

Markerdown
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Static Convergence Adjustment

Adjust the red and blue CRT images to position them over the green
test pattern (center portion only).

NOTE: The static convergence adjustment should be performed for
each CRT (RandB) separately. Carry outthe adjustment after
displaying an active image for 20 minutes or more.

Proceed as follows:
1 Press the OPERATE button.
* The “OPERATE” menu is displayed.

2 Use the CURSORY or M button to highlight the “6/STATIC”
line. Press ENTER to display the STATIC adjustment. You can
also select the STATIC adjustment screen directly by pressing
the INPUT “6” button.
* The CROSS-HAIR test pattern will be automatically displayed.

OPERATE -
/ PICTURE
/ POSITION
/ SOUND

NOTE: Whenyou are inthe ADJUST mode, selecting the ['INPUT SELECT
/| SOURCE INFO

STATICmodewillnotautomatically selectthe CROSS-HAIR test
pattern. Reselectthe pattern using the TEST button. /| CLOSED CAPTION
NOTE: The“STATIC” adjustmentcanbealsodisplayedby /| TIMER

pressing the STATIC button on the user or full function remote
control.

QU1 A~ W N

[eo BN

3 Press the R or B button to display the pattern to be aligned with
the Green pattern.
< You can turn on or off each CRT beam (R and B) separately.

4 Hold down the CTL button then select the CRT you wish to CONVERGENCE

adjust with the R and B buttons. - STATIC -

NOTE: Always be aware of what color the on-screen CRT
display is showing (R, G, B). If that color’s test pattern is turned
off,anyadjustmenttothatcolorwill display the “THISCOLOR

ISNOTAPPLICABLE " message. , . I-i- 10%
\4 A —10%

CRT - R -

T
<

5 Align the center of the Red or the Blue pattern with the center of
the Green pattern (reference color) using the CURSOR buttons.
* The CURSORZ or S button moves the pattern left or right.
The CURSORA or M button moves the pattern up or down.

Red or Blue

. 4

6 Repeat step8 to 5 for the other CRTs if necessary. ' $

7 To end this adjustment, press the END button.
* Whenever the END button is pressed, the menus will sequence
in this order:
“OPERATE” menu- Source screen

Green
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Dynamic Convergence Adjustment

Corrects the horizontal and vertical error for each color and align the
red and blue to the green.

NOTE:

» The dynamic convergence adjustment should be performed for
each CRT (Rand B) separately.

» Selectthe CROSS-COARSE test patternusing the TEST buttonon
the full function remote control.

Proceed as follows:
1 Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.

See page 61 for the explanation of the PASSCODE. - ADJUST -

1/ SIGNAL ENTRY
[ H H “ 2 / F O C U S

2 Use the CURSORY or / button to highlight the “4/CONVER- 3/ ALIGNMENT

GENCE?” line. Press ENTER to display the “CONVERGENCE” 4 /] CONVERGENCE

menu. You can also select the “CONVERGENCE” menu directly 5 / KELVIN

by pressing the INPUT “4” button. 6 / R,G,B GAIN
71/ PASSCODE
8 / OPTION
9 / REF.ADJUST

CONVERGENCE -

3 Use the CURSOR or [/ button to select the preferred item and [/ TILT,SKEW
then press ENTER. You can also select directly the dynamic BOW

convergence item by pressing an INPUT button. AMPLITUDE
. . . LINEARITY
 The selected adjustment will be displayed.

_ _ KEY-STONE
See pages 54 to 56 for the explanation of the selected adjust- PIN-CUSHION

=y |

me\lm(ﬂbwl\)
~ e~~~ — —~ —~

ment. LINEAR-BAL
: LINE DIST.

NOTE: _ - POINT

* You can also select adjustments directly using buttons on the PHASE

fullfunctionremotecontrol. Ifyouareinthe ALIGNMENT
mode (see page 41), press and hold down the CTL button then
pressthe R or B button. This will bring you to the CONVER-
GENCEadjustmentscreen.Toselect“LINEAR-BAL"conver-
gence, press and hold down the CTL button then press the
LINEARbutton.

* Toselect “LINEDIST.” convergence, press and hold down the
CTL buttonthenpressthe BOW button.

4 Press the R or B button to display the CRT beam to be aligned

with the Green pattern.
* You can turn on or off each CRT beam (R and B) separately.
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5 qud down the CTL button then select the CRT you wish to CONVERGENCE
adjust with the R and B buttons.

NOTE: Always be aware of what color the on-screen CRT " TILT,SKEW -

} ) i : CRT - R -
display is showing (R, B). If that color’s test pattern is turned
off,anyadjustmenttothatcolordisplaysthe “THISCOLORIS
NOTAPPLICABLE'message. H} 77777777777777 ’v i 10%
*To access the ALIGNMENT screen (see page 42), press and \V A —90%

hold down the CTL button then press the G button.

6 Align the Red or the Blue pattern with the Green pattern using
the CURSOR buttons.
« The CURSOR buttoRZ or Hincreases or decreases H level.
The CURSOR buttopN or Mincreases or decreases V level. - TILT.SKEW -

CONVERGENCE

CRT - R -
The following are the description of the KEYSTONE, PIN-
CUSHION, LINEAR-BALANCE , LINE DIST.and POINT
adjustment. H v +10%

V [ABNORMAL CORRECTION DATA]

H KEYSTONE, PINCUSHION, and LINEAR-BALANCE
* Press and hold the CTL button then press any one of the During alignment or convergence adjustment, if the projector

CURSOR buttons to select the pOSitiOh to be adjusted. acknowledges that your adjustment is overcorrected, the
“ABNORMAL CORRECTION DATA” message appears. The data
CTll+ A .... (Top)

is cancelled at that moment. If this happens, reduce the total
CTll+ M .... (Bottom) amount of the current adjustment data.

CTll+ > .... (Right)
CTll+ ... (Left)
* Use the CURSOR buttons to correct the error.

B Adjusting LINE DISTORTION

1) Select the “8/LINE DIST.” item then press ENTER.
* The “LINE DIST.” menu is displayed.

2) Use the CURSOR or [/ buttons to select the item and press
ENTER to display the selected adjustment screen. You can
also select the item directly by pressing the corresponding
INPUT number button.

* The selected adjustment screen is displayed. -LINE DIST.-
 The adjustment screen can also be displayed by holding and 1/ CENTER
pressing the CTL, then the BOW button on the full function > EDGE
remote control. Each press of the BOW button with pressed

CTL toggles the adjustment screen between CENTER, EDGE 3 / BIQUAD
and BIQUAD.

Items to select

*CENTER .............. Corrects S-shaped horizontal lines distor-
tion on the screen.

HE i Corrects S-shaped linesdistortionaround
the perimeter of the screen.

*BQUAD ... Correctsbiquadraticdistortionatthetop
and bottom of the screen.
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CONVERGENCE

3) Use the CURSOR buttons to align the pattern. - LINE DIST. CENTER -

When selecting "CENTER™:

« Pressing the CURSOR or [A] button increases the level. CRT -R-
Pressing the CURSORor M button decreases the level.

To switch to the "EDGE" screen, press and hold the CTL, then

press CUSORA or M/ button. | v

IO%

When selecting "EDGE":
* Pressing the CURSOR) or [A] button increases the level.

A
« Pressing the CURSCOR or [/ button decreases the level. CONVERGENCE ¥
- LINE DIST. EDGE -
To switch another screen, press and hold the CTL, then press CRT -R-
CUSOR [Aor M button. SCREEN -TOP-
| \ 4 | 0%
I A |
\Y%

When selecting “BIQUAD™:
* Pressing the CURSORY or A increases the level.

A
« Pressing the CURSORJ or [V decreases the level. CONVERGENCE ¥
To switch to the adjustment position, press and hold - LINE DIST. BIQUAD -
CTL and then press CURSOR or [/ button. CRT R~

SCREEN -TOP-

| A 4 | 0%

VAN
Vv

7 Repeat stepS to 6 for the other CRTs if necessary.

« Pressing the END button will bring you to the “CONVER- A

” v
GENCE” menu. CONVERGENCE

8 To exit, press END.

. . - KEY - STONE -
« Whenever the END button is pressed, the menus will sequence

CRT - R -
in this order: <I>SCREEN -TOP- <>
“CONVERGENCE” menu- “ADJUST” menu- Source
screen v  +10%

« If the “RETURN USER MODE?” menu appears, use the ' A
CURSORK or H button to select either “YES” or “NO” and v
then press ENTER. This will exit the ADJUST mode.

Items to select

oS ... Whenyou try toenter the ADJUST mode again,
you will need to re-enter your passcode. RETURN USER MODE?
N Whenyoutrytoenter the ADJUST mode again, N O

you will not need to re-enter your passcode.

NOTE: Adjusting the dynamic convergence may cause the static
convergence settings to change. If this happens, adjust the
static convergence again.
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W Adjusting POINT

NOTE:

* The POINT adjustments should only be done if necessary. Over
adjusting them may cause the picture distortion.

« The convergence adjustment needs to be performed for each
CRT (R and B) separately.

1) Select "9/POINT" from the "CONVERGENCE"menu and
press ENTER to display the "POINT" menu. For alignment,
select "11/R,G,B POINT" from the "ALIGNMENT" menu and
press ENTER to display the "R,G,B POINT" menu.

2) Use the CURSOR or V| button to select the item and press
ENTER to display the selected adjustment screen. You can also
select the item directly by pressing the corresponding INPUT
number button.

* The "CROSS-COARSE" test pattern will be automatically
displayed.

» The POINT convergence screen can be also displayed by
pressing the POINT button on the full function remote
control. The POINT button rotates the adjustment screen in
the following order; COARSE, MEDIUM, FINE.

Items to select
* COARSE .......ccen.e. Coarse adjustment. Number of adjust-

ment zones is 3 x 3.
................ Number of adjustment zones is 7 x 7.

*FINE ..o Fine adjustment. Number of adjustment
points is 13 x 16.

3) Use the CURSOR or [/ buttons to move the cursor mark to
the point to be adjusted.

* Pressing the CURSOR button moves the cursor to the right.
Pressing the CURSOR button moves the cursor to the left.
Pressing the CURSOR| button moves the cursor to the top.
Pressing the CURSOR] button moves the cursor to the
bottom.

[ ] :adjustmentareaframe

[ ] :adjustmentpoint

4) For alignment, hold down the CTL button, then use the
CURSOR buttons to align the pattern. For convergence, hold
down the CTL button and then use the CURSOR buttons to
align the Red or Blue pattern with the Green pattern.

NOTE: For more accurate convergence correction on edges,
perform the amplitude and linearity adjustments before the
POINT convergence adjustment.
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1/ COARSE
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3/ FINE
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CRT- R -

When the adjustment area
frame is a box with one side
open.

When the adjustment area
frame is a box type.

When FINE is selected, the adjustment area frame is not display.
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M Adjusting PHASE

This adjustment corrects the phase of convergence wave forms. PHASE
- CONV.,CURSOR -

NOTE: Since the projector has been pre-adjusted for the
optimal phase adjustmentsatthe factory, further adjustment
should not be required in normal operation. In some cases,

carrying this adjustment causes convergence to change.
CON v . +20%

CUR A -20%

1) Select "10/PHASE" and press ENTER to display the phase

adjustment screen.

¢ The CROSS-COARSE test pattern will be automatically
displayed and the adjustments will be cancelled. You can
also display the adjustment screen by pressing PHASE
button on the service remote control.

]
/;

2) Use the CURSOR or >} button to adjust the convergence
phase (for horizontal line). Adjust the pattern so the sharp
turns at the left and right edges in the diagonal lines are equal. <

3) Use the CURSORor M button to adjust the cursor phase
(for vertical line).
Align the vertical center line of the point cursor with the

point peak. /E/\s‘\
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Convergence Adjustment Items

TILT
Adjusthorizontalcenterline.
B 1 1
— — yanY
- - 1 \J’
T Pany k- l ] ]
-1 U
| B Tkl : A
n , P
—>
Vertical BOW
Adjusthorizontal center line bow.
o .- <
- s
N/
l e Y l
\Y %4 U
U~
<_
Vertical AMPLITUDE
Adjusttopand bottom height.
1A - _— _>
\\% l .
:f\ Ve I
Ik/ \
Fany T
[N UNEDE DENNDER N  ANp R - - '
Vertical LINEARITY
Adjusttopandbottom linearity.
AN - -
<2 l :
f\: Ve
\JI \
A1 AN - l '
\Y >4
KEYSTONE
Adjustthe selected part.
Fany
Fany —-t--AN N5
T /-1 U l L
2N
Y
When TOPis selected WhenRIGHT isselected
—>
D
‘\J
l - FanY T r\l‘.
A% T %0
<_
WhenBOTTOMisselected WhenLEFTisselected
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PINCUSHION

E:

v
\\
o
(s
<«

When TOP is selected

e

WhenBOTTOMisselected

\V

ki

(74 nY
A
_>

LINEAR-BALANCE
Adjustthe selected part.

=3

yar\

When TOP is selected

o
Y
'
|

HEEEE

WhenBOTTOMisselected

LINE DIST. CENTER
Correct S-shaped horizontal line

Vertical POINT
Adjust the point peak vertically

AN
L7~
-~

+—
VanNg
Y
A
\VZAN
<_
WhenRIGHTisselected
>
D
\\J
o
Rav
—>
WhenLEFTisselected
<«
N
Y.
<+
WhenRIGHTisselected
>
i
:\J
_'>
WhenLEFTisselected

LINE DIST. EDGE

Correct S-shaped horizontal line

hA

4 Al

When TOP is selected

LINE DIST. BIQUAD
Correct biquadratic distortion

A

T T

Markerup
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Markerdown

o= .c:*r.
WhenBOTTOMisselected

Horizontal POINT
Adjust the point peak horizontally
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PHASE CONV. PHASE CURSOR PHASE
Adjust the pattern so the sharp turns at the Align the vertical center line of the point
left and right edges in the diagonal lines are cursor with the point peak.
equal.
— < AN
\ : H :
- S~ Screen center -~
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Color Temperature and White Balance Adjustment

Adjusts the color temperature and the white balance.

NOTE:

* When you are in this adjustment mode, all the CRTs will be in use.
The white balance adjustment should be performed for each CRT
(R, G, and B) separately. The CRT beam cannot be cut-off.

Proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu. — ADJUST -
» The projector may ask you to enter your passcode. 1/ SIGNAL ENTRY
See page 61 for the explanation of the PASSCODE. 2/ FOCUS
2 Use the CURSORY or V] button to highlight the “5/KELVIN” 3/ ALIGNMENT
line. Press ENTER to switch to the “KELVIN.” menu. You can 4 | CONVERGENCE
also select the “KELVIN.” menu directly by pressing the INPUT S /[ KELVIN
“5" button. 6 / R,G,B GAIN
_ 7/ PASSCODE
3 Use the CURSORN or M button to select “COLOR TEMP.” or
h N 8 / OPTION
WHITE BAL.” menu. 9/ REE.ADJUST

*The “COLOR TEMPERATURE" and “WHITE BALANCE”"
adjustment screen can be also displayed by using the KELVIN
button on the full function remote control.

— KELVIN -

1/ COLOR TEMP.
2/ WHITE BAL.
B When selecting “COLOR TEMP”

Press ENTER to display the COLOR TEMPERATURE screen.
PressingA or [ increases the color temperature.

Pressindy] or K decreases the color temperature.

* The color temperature ranges from 3200 to 9500k.

COLOR
TEMPERATURE

B When selecting “WHITE BAL”

Press ENTER to display the WHITE BALANCE screen.

Hold down the CTL button then select the CRT you wish to

adjust with the R, G and B buttons. 3200K v 9500K

Use the CURSOR buttons to adjust the white and the black level. ’ ’ !

* The CURSORY button increases the white level (WHT).
The CURSORS button decreases the white level (WHT).

The CURSORAl button increases the black level (BLK). WHITE BALANCE
The CURSORV button decreases the black level (BLK).

4 Repeat the above steps for the other CRTSs if necessary. CRT - R -

5 To end this adjustment, press the END button.

* Whenever the END button is pressed, the menus will sequence
in this order.

“ADJUST” menu - Source screen WHT; | v | 60%
« If the “RETURN USER MODE?” menu appears, use the BLK A 10%
CURSORK or > button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.
Items to select
*YES ........ When you try to enter the ADJUST mode again, RETURN USER MODE?
you will need to re-enter your passcode. N O

*NO......... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.
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R, G, and B Gain Adjustment

Adjusts the input level of the signal.

NOTE: This adjustment works only with the I1SS-6020/ISS-6020G
Switcher.

Proceed as follows:
1 Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR\ or [V button to highlight the “6/R, G, B
GAIN" line. Press ENTER to display the “R, G, B GAIN”"
adjustment screen. You can also select the “R, G, B GAIN”

adjustment screen directly by pressing the INPUT “6” button.

ADJUST -

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

R,G,B GAIN

/
/| PASSCODE
/
/

O [S2BE NNV \C I |

OPTION
REF.ADJUST

© 00

3 Hold down the CTL button then select the CRT you wish to
adjust with the R, G, and B buttons. R,G,B GAIN
4 Use the CURSOR buttons to adjust the level of the input signal. CRT - R -
*« The CURSORX, [Albutton increases the input level.
* The CURSORL, [V button decreases the input level.

NOTE: Connect the projector and the Switcher with a oscillo- , v L 60%
scope, then adjust the CURSOR buttons to obtain a value of
0.7Vp-p of the projector input level or the Switcher output level
on the oscilloscope.

5 Repeat step8and4dfor other input signals if necessary.

6 To end this adjustment, press END.
*Whenever the END button is pressed, the menus will sequence
in this order:
“ADJUST” menu - Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSORK or S button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

RETURN USER MODE?

NO
Items to select
*YES ... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.
N e When you try to enter the ADJUST mode again,

you will not need to re-enter your passcode.
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To prevent any unauthorized operation or mis-adjustment, the
projector is equipped with a passcode option. If your passcode has
not been entered correctly, the “ADJUST” and “REF. ADJUST”
menus will not be displayed. When the ADJUST button is pressed,
and no passcode has been entered, the “PASSCODE?” screen is
displayed. Enter your passcode.

To do this, proceed as follows:

1 Press the ADJUST button.
» The “PASSCODE?” screen is displayed.

2 Enter the four digit passcode you have already registered by
using the “1” through “0” buttons.
1) Each time you press the INPUT button, an asterisk appears
under the “PASSCODE?” message. PASSCODE?
2) After you have finished entering the four digit passcode, press [(T11]
ENTER.

NOTE: If you have made an error, press the NORMAL button to
delete the asterisk “[I'. Then re-enter the correct passcode. To
delete all the entered digits, hold down the CTL button then
press the NORMAL button.

3) If the entered passcode is correct, the “ADJUST” menu is
displayed.

NOTE: If the passcode is not correct, the “WARNING DIFFER-
ENT PASSCODE!!” message is displayed and you are required
to enter the correct passcode.

3 Proceed to each adjustment and setting.
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Registering Passcode

When the projector is shipped from the factory, no passcode is
registered. If you want to use the passcode option, you must register
a passcode.

To register a new passcode, proceed as follows:

1 Press the ADJUST button.
* The “ADJUST” menu will be displayed.

2 Use the CURSOR or [ button to highlight the “7/
PASSCODE” line. Press ENTER to display the “PASSCODE"
menu. You can also select the “PASSCODE" menu directly by
pressing the INPUT “7” button.

A

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/| R,G,B GAIN

/

/

/

3 Use the CURSOR\ or M button to select “ENTRY”. Press
ENTER to display the “NEW PASSCODE?"” menu. You can also CD E_—
p om . )
select the “NEW PASSCODE?” menu directly by pressing the > DISABLE
INPUT “1” button.

4 Enter a four digit passcode using the “1” through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “NEW PASSCODE?” message.

NOTE: "0000" and “9999” cannot be used as a passcode. NEW PASSCODE?

2) Once you have finished entering your four digit passcode,
press ENTER to store the code.

NOTE: If you have made an error, press the NORMAL button to
delete the asterisk “[T'. Then re-enter the correct passcode.
To delete all the entered digits, hold down the CTL button then
press the NORMAL button.

3) If the passcode has been entered correctly, the “CONFIRM
NEW PASSCODE?" menu will be displayed.

NOTE: If the passcode is not entered correctly, the “WARNING
PASSCODE!"!"” message will be displayed. You will be required
to enter the passcode correctly.
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5 Enter the new passcode again.
1) Each time you press the INPUT button, an asterisk will
appear under the “CONFIRM NEW PASSCODE?” message.
2) Once you have finished entering the new four digit passcode, CONFIRM NEW PASSCODE?
press ENTER. L

NOTE: If you have made an error, press the NORMAL button to
delete the asterisk “ . Then re-enter the correct passcode.
To delete all the entered digits, hold down the CTL button then
press the NORMAL button.

3) If the entered passcode is correct, the “CHANGE
PASSCODE COMPLETE!!" message will be displayed.

NOTE: If the passcode is not correct, the “WARNING DIFFER-
ENT PASSCODE!!” message will be displayed. You are required
to enter the new passcode correctly.

6 To complete, press the END button.

* When the END button is pressed once, the “RETURN USER
MODE?” menu will be displayed. Use the CURS&Rr >

button to select either “YES” or “NO” and then press ENTER. RETURN USER MODE?
This will exit the ADJUST mode. N O
Items to select
*YES ... When you try to enter the ADJUST mode again,

you will need to re-enter your passcode.
N When you try to enter the ADJUST mode again,

you will not need to re-enter your passcode.
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Changing Your Passcode

To change your passcode, proceed as follows:

1 Press the ADJUST button.
* The “PASSCODE?" screen will be displayed.

2 Enter the four digit current passcode using the “1” through “0”
buttons. Press ENTER.
* The “ADJUST” menu will be displayed.

3 Use the CURSORY or M button to highlight the “7/
PASSCODE” line. Press ENTER to display the “PASSCODE"
menu. You can also select the “PASSCODE” menu directly by
pressing the INPUT “7” button.

A

/| SIGNAL ENTRY
/| FOCUS

/| ALIGNMENT

/| CONVERGENCE
/| KELVIN

/| R,G,B GAIN

/

/

/

4 Use the CURSOR\ or V| button to select “1/ENTRY”. Press _ PASSCODE -
ENTER to display the “CURRENT PASSCODE?” menu. You 1/ ENTRY
can also select the “CURRENT PASSCODE?” menu directly by 2 | DISABLE
pressing the INPUT “1” button.

5 Enter the four digit passcode (the current passcode) using the “1”
through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “CURRENT PASSCODE?” message. CURRENT PASSCODE?
2) Once you have finished entering the four digit passcode, press [T11]
ENTER.

NOTE: If you have made an error, press the NORMAL button to
delete the asterisk “[I. Then re-enter the correct passcode. To
delete all the entered digits, hold down the CTL button then
press the NORMAL button.

3) If the entered passcode is correct, the “NEW PASSCODE?”
screen will be displayed.

NOTE: If the passcode is not correct, the “WARNING DIFFER-
ENT PASSCODE!!” message is displayed. You will be required
to enter the correct current passcode.
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6 Enter a new passcode using the “1” through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “NEW PASSCODE?” message.
2) Once you have finished entering the four digit new passcode,
press ENTER.

NOTE: If you have made an error, press the NORMAL button to
delete the asterisk “[I'. Then re-enter the correct passcode. To
delete all the entered digits, hold down the CTL button then
press the NORMAL button.

3) If the passcode has been entered correctly, the “CONFIRM
NEW PASSCODE?" menu will be displayed.

NOTE: If the passcode is not entered correctly, the “WARNING
PASSCODE!!"” message will be displayed. You are required to
enter the new passcode correctly.

7 Enter the new passcode again using the “1” through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “CONFIRM NEW PASSCODE?" message.
2) Once you have finished entering the four digit new passcode,
press ENTER.

NOTE: If you have made an error, press the NORMAL button to
delete the asterisk “[T. Then re-enter the correct passcode. To
delete all the entered digits, hold down the CTL button then
press the NORMAL button.

3) If the entered passcode is correct, the “CHANGE
PASSCODE COMPLETE!” message is displayed.

NOTE: If the passcode is not entered correctly, the “WARNING
DIFFERENT PASSCODE!!” message is displayed. Youwill be
required to enter the new passcode correctly.

8 To complete, press the END button.
» Whenever the END button is pressed, the “RETURN USER
MODE?" menu will be displayed.
Use the CURSORJ or > button to select either “YES” or
“NO” and press ENTER. This will exit the ADJUST mode.

Items to select

*YES ... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.
N When you try to enter the ADJUST mode again,

you will not need to re-enter your passcode.
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PASSCODE

Canceling Your Passcode

To cancel the passcode, proceed as follows:
1 Press the ADJUST button and then enter your passcode.
* The “PASSCODE?” screen will be displayed.

2 Enter the four digit current passcode using the “1” through “0”
buttons and then press ENTER.
e The “ADJUST” menu will be displayed.

3 Use the CURSORN or M button to highlight “7//PASSCODE”.
Press the ENTER button to display the “PASSCODE" menu.
You can also select the “PASSCODE" menu directly by pressing
the INPUT “7” button.

A

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/| R,G,B GAIN

/

/

/

4 Use the CURSORY or [V button to select “2/DISABLE”. Press
ENTER to display the “CURRENT PASSCODE?” menu. You
can also select the “CURRENT PASSCODE?” menu directly by
pressing the INPUT “2” button.

- PASSCODE -
1/ ENTRY
2 /| DISABLE

5 Enter the four digit passcode (the current passcode) using the “1”
through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “CURRENT PASSCODE?” message. CURRENT PASSCODE?
2) Once you have finished entering the four digit passcode, press [T11]
ENTER.

NOTE: If you have made an error, press the NORMAL button to
delete the asterisk “ 1. Then re-enter the correct passcode. To
delete all the entered digits, hold down the CTL button then
press the NORMAL button.

3) If the entered passcode is correct, the “PASSCODE DIS-
ABLE?” menu will be displayed.

NOTE: If the passcode is not correct, the “WARNING DIFFER-
ENT PASSCODE!!” message will be displayed. You will be
required to enter your correct passcode.
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6 Use the CURSOR or > button to select either “YES” or “NO”
and then press ENTER.

Items to select

*YES ... When selecting “YES”, the current passcode will
be canceled. You will not be required to re-enter
your passcode when you press the ADJUST button
to re-enter the ADJUST mode.

N ..o When selecting “NO”, the current passcode will
remain in effect.
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SETTING

You can view some of the setting features and check to make sure POLP03  OPTION  —SETTING MODE—
that the settings are appropriate. CEILING

FRONT
To display setting features on the screen, hold down CTL and press CONNECT CONDITION STANDALONE
INEO DEFAULT INPUT SELECT LAST
To eliminate the display, press END. FOCUS EDGE MODE ALL

S-VIDEO MODE SELECT S2

The parameters cannot be changed on the SETTING VIEW screen VIDEO MODE SELECT AUTO

shown on the right.
For changing parameters of the setting features, refer to the follow-
ing pages.

NOTE: The INPUT TERMINAL item on the “SETTING MODE” menu
cannot be changed.
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Projection Type Selection

This feature allows you to set the installation type according to the
projection configuration.

NOTE:

« After changing the installation condition, be sure to perform this
setting. Setting this automatically reverses the vertical polarity.
However, you will have to reverse the horizontal polarity connec-
tors. If you select a wrong installation type, the projector gives a
warning message. (See the installation manual for the horizontal
scan reversal.)

1 Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSORN or M button to highlight the “8/OPTION”

line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

3 Use the CURSORY or [/ button to highlight the “1/SETTING
MODE" line. Press ENTER to display the “SETTING MODE”"
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button.

4 Use the CURSOR\ or /] button to select the “PJ ORIENTA-
TION” item, then press ENTER to display the “PJ ORIENTA-
TION” menu.

NOTE: The SETTING MODE has three menus. The “PJ ORIEN-
TATION” item is on the first menu (P01). To access P02 or P03
from P01, press and hold down the CTL button then press

the M button; to return to PO1 from P02 or P03, press and hold
down the CTL button then press the A button.
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/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/ R,G,B GAIN

/| PASSCODE

/

/

— OPTION —

1/ SETTING MODE

2/ MENU MODE

3/ SEQUENCER

4 / P ADDRESS

5/ VERSION

6 / HOUR METER

7/ DEFAULT DATA
POUPO3  OPTION ~ —SETTING MODE -
CEILING

FRONT

CONNECT CONDITION STANDALONE
DEFAULT INPUT SELECT LAST
FOCUS EDGE MODE ALL
SVIDEO MODE SELECT 2
VIDEO MODE SELECT AUTO




SETTING

5 Use the CURSORY or [V button to select one of the four
projector installation types and press ENTER.

Items to select

¢ CEILINGREAR ... Ceiling mounting type and rear projection
* LOORREAR ... Desk top type and rear projection

* CEILINGFRONT .. Ceiling mounting type and front projection
* FLOORFRONT ... Desk top type and front projection

PJ ORIENTATION
CEILING/REAR
FLOOR/REAR

CEILING/FRONT

FLOOR/FRONT

6 To complete, press the END button.

* Whenever the END button is pressed, the menus will sequence

in this order:
“OPTION”" menu - “ADJUST” menu - Source screen
« If the “RETURN USER MODE?” menu appears, use the

CURSORK or > button to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode.

Items to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
oND e When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.

RETURN USER MODE?
N O
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Connecting to the Switcher

This setting explains how the projector is used with the 1ISS-6020/
ISS-6020G Switcher.

1 Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSORY or M button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

A

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/ R,G,B GAIN

/| PASSCODE

/ OPTION

/ REF.ADJUST

3 Use the CURSORY or [/ button to highlight the “1/SETTING
— OPTION -

MODE" line. Press ENTER to display the “SETTING MODE 1/ SETTING MODE

menu. You can also select the “SETTING MODE" menu directly

2/ MENU MODE
by pressing the INPUT “1” button. 3/ SEQUENCER
4 /| PJ ADDRESS
5/ VERSION
6/ HOUR METER
4 Use the CURSOR\ or /| button to select the “CONNECT 7/ DEFAULT DATA

CONDITION" item, then press ENTER to display the “CON-

NECT CONDITION” menu. POLPO3 OPTION  —SETTING MODE -
NOTE: The SETTING MODE has three menus. The “CONNECT PIORIENTATION FRONT
CONDITION” item is on the first menu (P01). To access P02 or STANDALONE
P03 from P01, press and hold down the CTL button then press DEFAULT INPUT SELECT LAST
the M button; to return to PO1 from P02 or P03, press and hold FOCUS EDGE MODE ALL
down the CTL button then press the [Albutton. SVIDEO MODE SELECT 2

VIDEO MODE SELECT AUTO

5 Use the CURSORY or [/ button to select your desired connec-
tion condition of Switcher and press ENTER.
» The “RE-START ?” prompt is displayed after setting of the

CONNECT CONDITION

connection condition is modified from the current status to your STANDALONE
desired condition. SW1 LEVEL

SW2 LEVEL

Items to select
« STANDALONE ... The projector used in stand alone operation.

o SWILEVEL ... The projector used with one Switcher.
* SW2LEVEL ........ The projector used with two or more
Switchers.
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6 Use the CURSOR or > button to select either “YES” or “NO”
and press ENTER.

Items to select

*YES ... Restart the projector. . RE-START?
N Does not restart the projector. NO

NOTE: The selected connection condition becomes effective

only after the projector is restarted.

7 To exit, press the END button.
* Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu - “Adjust” menu - Source screen

« If the “RETURN USER MODE?” menu appears, use the
CURSORK] or S button to select “YES” or “NO” and then

press ENTER. RETURN USER MODE?
NO
Items to select
*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
N e When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Default Input Selection

You can set the projector to default to any one of its inputs each time
the projector is turned on.
Proceed as follows:

1 Pressthe ADJUST button to display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Usethe CURSORA or VM button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION" menu directly by pressing the INPUT “8”
button.

ADJUST -

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/ CONVERGENCE
/ KELVIN

/ R,G,B GAIN

/| PASSCODE

/ OPTION

/

1
2
3
4
5
6
7
8
9 REF.ADJUST

3 Use the CURSORA or (M button to highlight the “1/SETTING

MODE? line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly 2 /] MENU MODE
by pressing the INPUT “1” button. 3/ SEQUENCER
4 /| P ADDRESS
5/ VERSION
6/ HOUR METER
7/ DEFAULT DATA
4 Use the CURSORA or Vbutton to selectthe “DEFAULT
INPUT SELECT” item, then press ENTER to display the POLPO3  OPTION  —SETTING MODE -~
“DEFAULT INPUT SELECT” menu. PIORIENTATION cRe
NOTE: The SETTING MODE has three menus. The “DEFAULT CONNECT CONDITION STANDALONE
INPUT SELECT” item is on the first menu (P01). To access P02 LAST
or P03 from PO1, press and hold down the CTL button then FOCUSEDGE MODE ALL
press the M button; to return to P01 from P02 or P03, press SVIDEO MODE SELECT =
and hold down the CTL button then press the [A button. VIDEO MODE SELECT AUTO
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5 Use the CURSORA] or M button to select either “LAST” or
“DEFAULT”and pressENTER.
* Selecting “LAST” completes setting. Go on to stef?
* Selecting “DEFAULT" displays the “Default input” screen. Go
on to step6

Items to select

o LAST ... Sets the projector to default to the previous last
active input each time the projector is turned on.
Note: An input must be active for a minimum of 10
minutes before it is recognized as the last active
signal.

« DFALLT . Displays the same source input every time the
projector is started up.

6 Usethe CURSORA or [ button to select an input and then press
the ENTER button.

When used in stand alone operation:

The default input screen will be displayed.

Use the CURSORA or [/ button to select an input and press
ENTER.

When used with a single Switcher:

The “MASTER” slot menu will be displayed.

Use the CURSORA or M button to select the desired slot
number “1” through “10(0)” and then press ENTER.

When used with two or more Switchers:

The “MASTER” and “SLAVE" slot number menu will be
displayed.

Use the CURSORA or M button to select the master slot number
first and then select the slave slot number “1” through “10(0)”".
PressENTER.
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SETTING

7 Tocomplete, press the END button.
« Whenever the END button is pressed, the menus will sequence
inthis order:
“OPTION"menu - “ADJUST” menu - Source screen
« Ifthe “RETURN USER MODE?” menu appears, use the
CURSORK or Hlbutton to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
N O
Items to select
*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
N e When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Focus Edge Mode

This function allows you to set either of two electrical edge focus
modes; one affects all the RGB patterns at the same time and the
other each CRT separately.

To set this, proceed as follows:

1 Pressthe ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Usethe CURSORAor [V button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

A

I SIGNAL ENTRY
/| FOCUS

/| ALIGNMENT

/| CONVERGENCE
/ KELVIN

/| R,G,B GAIN

/| PASSCODE

/

/

OPTION

REF.ADJUST

el OO 01T D W NP |

©

3 Usethe CURSORAJor M button to highlight the “1/SETTING

MODE”" line. Press ENTER to display the “SETTING MODE” SETTING MODE

O

/
menu. You can also select the “SETTING MODE” menu directly / MENU MODE
by pressing the INPUT “1” button. ; SEQUENCER
/
/
/

=y |

PJ ADDRESS
VERSION

HOUR METER
DEFAULT DATA

~NOoO oA~ WN

4 Use the CURSORA or V] button to select the “FOCUS EDGE

. . P01/PO3  OPTION —SETTING MODE —
MODE” item on Page 1, then press ENTER to display the
PJORIENTATION CEILING
“FOCUS EDGE MODE" menu. FRONT
CONNECT CONDITION STANDALONE
NOTE: The SETTING MODE has three menus. The “FOCUS
X X . DEFAULT INPUT SELECT LAST
EDGE MODE” item is on the first menu (P01). To access P02 or
ALL
P03 from P01, press and hold down the CTL button then press
SVIDEO MODE SELECT S2
the [/ button; to return to PO1 from PO2 or P03, press and hold
down the CTL button then press the [A button. VIDEO MODE SELECT AUTO

76



SETTING

5 Use the CURSORAor V button to select either “ALL" or
“SEPARATE"and press ENTER.

Items to select
Al Affects all of the CRTs at the same time
o SEPARATE  ........... Affects each CRT separately

FOCUS EDGE MODE
ALL
SEPARATE

6 To complete, press the END button.

« Whenever the END button is pressed, the menus will sequence

inthis order:
“OPTION"menu - “ADJUST”menu - Source screen
« Ifthe “RETURN USER MODE?” menu appears, use the

CURSORK or >button to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode.

Items to select

time, you will need to re-enter your passcode.

*YES ... When you try to enter the ADJUST mode the next

oND e When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.

RETURN USER MODE?
N O
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S-Video Mode Selection

This function is used to select the S-video signal detection mode.
This allows identifying of the S-video signals with different aspect
ratio: squeeze or full mode (CINEMA 16 : 9) and letter box (WIDE
4 : 3) signals.

To set, proceed as follows:

NOTE: An identifying result will be displayed in the SOURCE
INFORMATIONSscreen.

1 Pressthe ADJUST button to display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

o DJUST -
2 Usethe CURSORA or [\ button to highlight the “8/OPTION”

- A

1/ SIGNAL ENTRY
line. Press ENTER to display the “OPTION” menu. You can also 2/ FOCUS
select the “OPTION” menu directly by pressing the INPUT “8” 3/ ALIGNMENT
button. 4 ] CONVERGENCE

5/ KELVIN

6 / R,G,B GAIN

7 /| PASSCODE

/

9 REF.ADJUST

— OPTION —

1/ SETTING MODE

3 Usethe CURSORA or M button to highlightthe “1/SETTING

2/ MENU MODE
MODE" line. Press ENTER to display the “SETTING MODE” 3/ SEQUENCER
menu. You can also select the “SETTING MODE" menu directly 4 /| P ADDRESS
by pressing the INPUT “1” button. 5/ VERSION
6/ HOUR METER
7/ DEFAULT DATA
P01/PO3  OPTION —SETTING MODE -
4 Use the CURSORA or M button to select the “S-VIDEO MODE PJORIENTATION CEILING
SELECT” item, then press ENTER to display the “S-VIDEO FRONT
CONNECT CONDITION STANDALONE
MODE SELECT” menu.
DEFAULT INPUT SELECT LAST
NOTE: The SETTING MODE has three menus. The “S-VIDEO FOCUS EDGE MODE ALL
MODE SELECT” menu is on the first menu (P01). To access 2
P02 or P03 from P01, press and hold down the CTL button then VIDEO MODE SELECT AUTO

press the \/ button; to return to PO1 from P02 or P03, press
and hold down the CTL button then press the [Al button.
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5 Use the CURSORA or [/ button to select one of the three items:
S2, S1, and OFF, and then press ENTER.

S-VIDEO MODE SELECT
Items to select
S2 i Identifies squeeze and letter box signals. S1
i ; OFF
Sl Identifies a squeeze signal only.
F o Does not identify any S-video signal.

6 Toend, press the END button.
» Whenever the END button is pressed, the menus will sequence
inthis order:
“OPTION"menu - “ADJUST” menu — Source screen

« Ifthe “RETURN USER MODE?” menu appears, use the
CURSORK or >button to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
NO
Items to select
*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
N e When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
NOTE :
* The input signal must be compatible with the S2/S1 MODE
standard.

Refer to the user manual included with the connected equip-
ment for more information.

* The identification function may not work correctly with a non-
compatible signal. If this happens, select “OFF” from the “S-
VIDEOMODESELECT menu.
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Video Mode Selection

This function is used to select the NTSC 3.58, NTSC 4.43, PAL or
SECAM Vvideo standard.
To select any one of the video standards, proceed as follows:

1 Pressthe ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Usethe CURSORA or MV button to highlight the “8/OPTION”

line. Press ENTER to display the “OPTION” menu. You can also 1 }A 2 ijg S; L ENTRY
select the “OPTION” menu directly by pressing the INPUT “8” 2/ FOCUS
button. 3/ ALIGNMENT
4 ] CONVERGENCE
57 KELVIN
6 / R,G,B GAIN
7 /| PASSCODE
8 / OPTION
9 / REF.ADJUST
3 Use the CURSORA or [V button to highlight the “1/SETTING
MODE" line. Press ENTER to display the “SETTING MODE” 2 /] MENU MODE
menu. You can also select the “SETTING MODE" menu directly 3/ SEQUENCER
by pressing the INPUT “1” button. 4 /| P ADDRESS
5/ VERSION
6 / HOUR METER
7/ DEFAULT DATA
4 Use the CURSORA or M/ button to select the “VIDEO MODE
SELECT” item, then press ENTER to display the “VIDEO POLPO3 - OFTION  —SETTING MODE -
MODE SELECT” menu. PIORIENTATION FRONT
NOTE: The SETTING MODE has three menus. The “VIDEO CONNECT CONDITION STANDALONE
MODE SELECT” menu is on the first menu (P0O1). To access DEFAULTINPUT SELECT LAST
P02 or P03 from P01, press and hold down the CTL button then FOCUS EDGE MODE ALt
press the M button; to return to PO1 from P02 or P03, press SVIDEO MODE SELECT =
and hold down the CTL button then press the [ button. AUTO
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5 Use the CURSORAor V] button to select either “AUTO” or
“MANUAL" and then press ENTER.

When selecting “AUTO”
One of the video standards is selected automatically and is
displayed in the SOURCE INFORMATION screen.

VIDEO MODE SELECT

MANUAL

Video Modes

*NTSC358 ............ Indicates the NTSC3.58 video standard
*NTSC4.43 ............ Indicates the NTSC4.43 video standard
*PAL L Indicates the PAL video standard

¢ SECAM . Indicates the SECAM video standard
*REB .o Indicates the RGB mode

* Select“AUTO” in normal operation.

When selecting “MANUAL"

The “VIDEO MODE SELECT” menu will be displayed. Use the
CURSOR [Ajor [\ button to select the preferred video mode and

then pressENTER.

Items to select

*NTSC3.58 Switches to the NTSC3.58 mode
* NTSC4.43  Switches to the NTSC4.43 mode
*PAL ... Switches to the PAL mode

* SECAM ... Switches to the SECAM mode

VIDEO MODE SELECT
NTSC 4.43
PAL
SECAM

* Select “MANUAL” when connecting to poor quality signal or

non-standard signals such as video games.

NOTE: The projector may not function correctly with a mono-
chrome signals in the AUTO mode.

6 Tocomplete, press the END button.

« Whenever the END button is pressed, the menus will sequence

inthis order:
“OPTION"menu - “ADJUST” menu - Source screen

« When your passcode is in effect, the “RETURN USER
MODE?” menu is displayed. If this happens, use the
CURSOR K or > button to select either “YES” or “NO” and
pressENTER.

RETURN USER MODE?
N O

Items to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
oND e When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Auto Power ON Mode Setting

The AUTO POWER ON MODE is a convenient way to start up the
projector without pressing the POWER button. You can turn the
projector on and off by supplying AC power to the projector.

To do this, proceed as follows:

1 Pressthe ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Usethe CURSORA or M/ button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also I }A‘ 2 EJCL;J S; L_ ENTRY
select the “OPTION" menu directly by pressing the INPUT “8” 2 ] EOCUS
button. 3/ ALIGNMENT
4 | CONVERGENCE
5/ KELVIN
6 / R,G,B GAIN
7 | PASSCODE
9/ REF.ADJUST
3 Use the CURSORA or [\ button to highlight the “1/SETTING — OPTION -
MODE” line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly 2/ MENU MODE
by pressing the INPUT “1” button. 3 / SEQUENCER
4/ P ADDRESS
5/ VERSION
6 / HOUR METER
7/ DEFAULT DATA
4 Usethe CURSORA or |V button to select the “AUTO POWER P02/P03  OPTION _ SETTING MODE —
ON MODE” item on Page 2, then press ENTER to display the INACTIVE
“AUTO POWER ON MODE” menu.
WARM-UP MODE INACTIVE
NOTE: The SETTING MODE has three menus. The “AUTO AUTOMATIC DATA STORE DISABLE
POWER ON MODE” item is on the second menu (P02). To PHOSPHOR SAVER OFF
access P02 from P01, press and hold down the CTL button then SIGNAL SWITCHING SOUND
press the /] button; to return to P01 from P02, press and hold Byl
down the CTL button then press the [Albutton. MUTE ON
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5 Use the CURSORA or [V button to select either “ACTIVE” or
“INACTIVE" and press the ENTER button.

Items to select AUTO POWER ON MODE
« INACTME . Normal operation setting. Power ON is accom-
plished through the rear panel or the POWER ACTIVE

button on the remote control.

* ACTIME ... Bypasses rear panel power button (or the POWER
button on the remote control) to allow power ON
to be controlled by an AC switched outlet.

6 To complete, press the END button.
« Whenever the END button is pressed, the menus will sequence
inthis order:
“OPTION"menu - “ADJUST”menu - Source screen
« Ifthe “RETURN USER MODE?” menu appears, use the
CURSORK or >button to select either “YES” or “NO” and

then press ENTER. RETURN USER MODE?
N O
Items to select
*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
oND e When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Warm-up Mode Setting

This function allows you to automatically warm up the projector
from 5 to 15 minutes when the projector is turned on.
To set the Warm-up mode, proceed as follows:

1 Pressthe ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Usethe CURSORA or \/ button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also 1 f g IJ(LSJ fj; L_ ENTRY
select the “OPTION” menu directly by pressing the INPUT “8” 2 / FOCUS
button. 3/ ALIGNMENT
4 | CONVERGENCE
5/ KELVIN
6 / R,G,B GAIN
7/ PASSCODE
9 / REF.ADJUST
3 Use the CURSORA or [V button to highlight the “1/SETTING — OPTION —
MODE" line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE" menu directly 3/ SEQUENCER
by pressing the INPUT “1” button. 4/ P ADDRESS
5/ VERSION
6/ HOUR METER
71 DEFAULT DATA
4 Usethe CURSORA or V] button to select the “WARM-UP
. . P02/P03  OPTION —SETTING MODE —
MODE” item on Page 2, then press ENTER to display the
AUTO POWER ON MODE INACTIVE
“WARM-UP MODE" menu.
INACTIVE
NOTE: The SETTING MODE has three menus. The “WARM-UP AUTOMATIC DATA STORE DISABLE
MODE?” item is on the second menu (P02). To access P02 from PHOSPHOR SAVER OFF
P01, press and hold down the CTL button then press SIGNAL SWITCHING SOUND
the [ button; to return to P01 from P02, press and hold down P:VIC[:IJ'-LFJI!E?SN
the CTL button then press the [Al button. MUTE ON
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5 Use the CURSORA or [V button to select either “ACTIVE” or
“INACTIVE" and press ENTER.

Items to select

« INACTME . Displays the input source after the projector is
turned on.

* ACIME ... Activates the warm-up program after the projector
is turned on. The ALL WHITE test pattern will be
displayed. You can select a warm-up time from the
WARM-UPTIMEmenu.

NOTE: To interrupt and cancel the warm-up cycle, press the
END button.

6 Tocomplete, press the END button.
* Whenever the END button is pressed, the menus will sequence
inthis order:
“OPTION"menu - “ADJUST” menu - Source screen
« Ifthe “RETURN USER MODE?” menu appears, use the
CURSORK or Hlbutton to select either “YES” or “NO” and
thenpress ENTER.

Items to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
oND e When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Automatic Save Feature

This feature allows you to select two ways to store settings; auto-
matically and manually.

After “ENABLE" is selected in the AUTOMATIC DATA STORE
menu, all projector settings are stored in the projector's memory
automatically. To setthe AUTOMATIC DATA STORE, proceed as
follows:

1 Pressthe ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE section.

2 Usethe CURSORAor [V button to highlight the “8/OPTION”
line and then press ENTER to display the “OPTION” menu. You
can also select the “OPTION" menu directly by pressing the
INPUT “8” button.

ADJUST -

/| SIGNAL ENTRY
/| FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/| R,G,B GAIN

/| PASSCODE

/| OPTION

/| REF.ADJUST

OEg~N o O~ WN P |

3 Usethe CURSORA or M button to highlight the “1/SETTING
MODE" line. Press ENTER to display the “SETTING MODE” 2/ MENU MODE
menu. You can also select the “SETTING MODE” menu directly 3/ SEQUENCER
by pressing the INPUT “1” button. 4 / PJ ADDRESS

5/ VERSION
6 / HOUR METER
7/ DEFAULT DATA

4 Use the CURSORAor /] button to select the “AUTOMATIC
i ) PO2/P03  OPTION  —SETTING MODE -
DATA STORE” item on Page 2, then press ENTER to display
AUTO POWER ON MODE INACTIVE
the “AUTOMATIC DATA STORE” menu.
WARM-UP MODE INACTIVE
NOTE: The SETTING MODE has three menus. The “AUTOMATIC DISABLE
DATA STORE” item is on the second menu (P02). To access PHOSPHOR SAVER OFF
P02 from P01, press and hold down the CTL button then press SIGNAL SWITCHING SOUND
the ) button ; to return to PO1 from P02, press and hold down P’I\’(':%ig”
the CTL button then press the [A button. MUTE ON
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5 Use the CURSORAJor M button to select either “DISABLE” or
“ENABLE”" and then press ENTER.

Items to select
« DISABLE .. Projector does not store the settings automatically.
«ENMBLE ... Projector stores the settings automatically.

AUTOMATIC DATA STORE

DISABLE

ENABLE

Automatic storing data is done when any one of the following

proceduresis performed:

* Pressing the END button several times returns the adjustment
screen to the source screen.

« One input is switched to another.

* The projector is turned off.

* Every 10 minutes.

NOTE: After “DISABLE” is selectedinthe AUTOMATIC DATA
STORE menu, the settings will not be stored in the memory
unless you select “YES” in the “STORE ?” menu.

6 Ifthe “RETURN USER MODE?” menu appears, use the
CURSOR K or > button to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

RETURN USER MODE?
N O

Items to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
N e When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Phosphor Saver Setting

This function allows you to safeguard the CRTs against burns by
shifting the image vertically and horizontally on the screen in the

regular intervals. This can prolong the life of CRT of the projector.
To set the Phosphor saver, proceed as follows:

1 Pressthe ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Usethe CURSORA or [ button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also 1 f‘ [S) i]g S; L_ ENTRY
select the “OPTION” menu directly by pressing the INPUT “8 5/ FOCUS
buton. 3/ ALIGNMENT
4 /| CONVERGENCE
5/ KELVIN
6 / R,G,B GAIN
7/ PASSCODE
8 / OPTION
9 / REF.ADJUST
— OPTION -—
3 Usethe CURSORA or M button to highlight the “1/SETTING 1/ SETTING MODE
MODE" line. Press ENTER to display the “SETTING MODE” 2/ MENU MODE
menu. You can also select the “SETTING MODE” menu directly j ; ;I]E QAUDEDNRCEESRS
ing the INPUT “1” button.
by pressing the U button 5/ VERSION
6 / HOUR METER
7/ DEFAULT DATA
4 Use the CURSORA or M/ button to select the “PHOSPHOR P02/P03  OPTION  —SETTING MODE —
SAVER” item on Page 2, then press ENTER to display the AUTO POWER ON MODE INACTIVE
“PHOSPHOR SAVER”menu. WARM-UP MODE INACTIVE
NOTE: The SETTING MODE has three menus. The “PHOSPHOR AUTOMATIC DATA STORE DISABLE
SAVER” item is on the second menu (P02). To access P02 from OFF
P01, press and hold down the CTL button then press SIGNAL SWITCHING SOUND
the M button; to return to P01 from P02, press and hold down PT?;%EQEN
the CTL button then press the [A button. MUTEON
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5 Use the CURSORA or M button to select either “OFF” or “ON”
and press ENTER.
Items to select PHOSPHOR SAVER
o .......... Deactivates the PHOSPHOR SAVER function.
N .......... Activates the PHOSPHOR SAVER function. Interval
and number of steps can be set.
NOTE: When the on-screen display appears or you are in the INTERVAL
adjustment mode, this function is cancelled. This can cause the DEMO(ISEC)
source screen to be shifted. 5MINUTES
6 Use the CURSORAJor M button to select your desired interval 1HOUR
time from the “INTERVAL” menu and press ENTER.
» The “STEP” menu is displayed on the screen.
Items to select STEP
*DEMO(1SEC) ........... Works every one_second 4 STEP
*5SMINUTES ............... Works every 5 mln.utes. 6 STEP
*20MINUTES ............. Works every 20 minutes
*1HOUR ....ccooveve Works every 1 hour

7 Use the CURSORA or [V button to select the number of steps
you wish.

Items to select

*4STEP ....... Moves 4 steps of POSTIION adjustment value
*6STEP ....... Moves 6 steps of POSITION adjustment value
*8STEP ....... Moves 8 steps of POSITION adjustment value

8 To complete, press the END button.
* Whenever the END button is pressed, the menus will sequence
inthis order:
“OPTION"menu - “ADJUST” menu - Source screen

« Ifthe “RETURN USER MODE?” menu appears, use the
CURSORK or >button to select either “YES” or “NO” and

RETURN USER MODE?

thenpress ENTER.
NO
Items to select
*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
N ........... When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Signal Switching Mute Mode Setting

This function allows you to mute the picture and/or sound during
signal switching.
To set the Signal Switching Mute mode, proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR or M button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

ADJUST -

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/ R,G,B GAIN

/| PASSCODE

/

/

OPTION

9

1
2
3
4
5
6
7
8

REF.ADJUST

3 Use the CURSOR or (M button to highlight the “1/SETTING

MODE" line. Press ENTER to display the “SETTING MODE" SETTING MODE

®)

/
menu. You can also select the “SETTING MODE” menu directly I MENU MODE
by pressing the INPUT “1” button. ; SEQUENCER
/
/
/

=y |

PJ ADDRESS
VERSION

HOUR METER
DEFAULT DATA

NOoO o~ WwWN

4 Use the CURSOR or |V button to select the “SIGNAL

SWITCHING” item on Page 2, then press ENTER to display the ZOZ/TP% WC;:IC;NM DE_SEFTING MODE -
“SIGNAL SWITCHING” menu. UTOPOWER ONMO INACTIVE
WARM-UP MODE INACTIVE

NOTE: The SETTING MODE has three menus. The “SIGNAL
SWITCHING” menu is on the second menu (P02). To access

AUTOMATIC DATA STORE DISABLE

PHOSPHOR SAVER OFF
P02 from P01, press and hold down the CTL button then press SOUND
the M button; to return to PO1 from P02, press and hold down p’:/é%i EN
the CTL button then press the Al button. MUTE ON
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5 Use the CURSOR or M button to select either “SOUND” or

“PICTURE", and press the ENTER button. SIGNAL SWITCHING MUTE
* The “SOUND MUTE” or “PICTURE MUTE” menu will be SOUND ON
displayed. PICTURE ON

6 Use the CURSOR or [V button to select either “ON” or “OFF”
and then press ENTER.

Items to select

MUTE ON... Mutes a picture and/or sound during switching SOUND MUTE
signals.

MUTE OFF.. Outputs a picture and/or sound during switching OFF
signals.

7 To complete this, press END.
« Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu- “ADJUST” menu - Source screen
« If the “RETURN USER MODE?" menu appears, use the
CURSORK or > button to select either “YES” or “NO” and

then press ENTER. RETURN USER MODE?
NO
Items to select
*YES ........ When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
*NO......... When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Direct Entry Access Setting

This feature allows you to switch the current input directly to one of
the registered inputs from NO1 to NO10 in the INPUT LIST.

NOTE: To use this feature, hold down the CTL button and press one
of the INPUT buttons corresponding to the input number.

To set this feature, proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR or [V button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

3 Use the CURSOR or [V button to highlight the “1/SETTING
MODE?” line. Press ENTER to display the “SETTING MODE"
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button.

4 Use the CURSOR\ or M/ button to select the “DIRECT ENTRY
ACCESS” item on Page 3, then press ENTER to display the
“DIRECT ENTRY ACCESS” menu.

NOTE: The SETTING MODE has three menus. The “DIRECT
ENTRY ACCESS” item is on the third menu (P03).

To access P03 from P01, press and hold down the CTL button
then press the V| button twice; to return to PO1 from P03, press
and hold down the CTL button then press the [/ button twice.
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5 Use the CURSORY or M button to select either “DISABLE” or
“ENABLE” and press ENTER.
DIRECT ENTRY ACCESS

Items to select DISABLE

* DISABLE .. An error message will appear at the bottom of the ENABLE
screen and the signal is not switched when one of
the INPUT buttons is pressed with CTL.

* ENABLE ... The signal is switched to the corresponding signal
when one of the INPUT button is pressed with
CTL.

6 To complete this, press END.
« Whenever the END button is pressed, the menus will sequence
in this order.
“OPTION” menu- “ADJUST” menu - Source screen
« If the RETURN USER MODE ? menu appears, use the
CURSORK or > button to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
N O

Items to select

*YES ........ When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO......... When you try to enter the ADJUST mode the next,
you will not need to re-enter your passcode.
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Blue Focus Tracking Setting

This feature allows you to obtain the better white uniformity by
defocusing the blue CRT.

NOTE:

» The defocus values will vary with changes in the horizontal
frequency.

* Select the “ALL WHITE” pattern using the TEST button on the full
function remote control.

1 Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of PASSCODE.

2 Use the CURSORAl or M button to highlight the “8/OPTION”

line. Press ENTER to display the “OPTION” menu. You can also

select the “OPTION” menu directly by pressing the INPUT “8”
button.

3 Use the CURSORA or M button to highlight the “1/SETTING
MODE?” line. Press ENTER to display the “SETTING MODE"

menu. You can also select the “SETTING MODE” menu directly

by pressing the INPUT “1” button.

4 Use the CURSORA or M button to select the “B-FOCUS
TRACKING” item on Page 3, then press ENTER to display the
“B-FOCUS TRACKING” menu.

NOTE: The SETTING MODE has three menus. The “B-FOCUS
TRACKING” item is on the third menu (P03). To access P03
from P01, press and hold down the CTL button then press the
M button twice; to return to PO1 from P03, press and hold
down the CTL button then press the [Al button twice.

5 Use the CURSORA or M button to select either “OFF” or
“ON” and press ENTER.

Items to select
*OFF ...... Defocuses the blue CRT
ON ....... Does not defocus the blue CRT

6 To end this mode, press the END button.

« Whenever the END button is pressed, the menu will sequence in

this order.
“OPTION” menu—"ADJUST” menu— Source screen.

« If the “RETURN USER MODE?” menu appears, use the
CURSORK or ¥ hutton to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

Items to select

*YES...... When you try to enter the ADJUST mode the next time,
you will need to re-enter your passcode.

*NO ....... When you try to enter the ADJUST mode the next time,
you will not need to re-enter your passcode.
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Optional Terminal Baud Rate Selection

This feature allows you to set baud rate of the OPTION terminal
from 4800 to 38400 bps.

NOTE:

« The baud rate of the OPTION terminal defaults to 9600 bps at the
factory.

» Make sure that the baud rate of the OPTION terminal matches that
of operating of the connected equipment.

To change the baud rate of the OPTION terminal, proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
 The projector may ask you to enter your passcode.
See page 61 for the explanation of PASSCODE.

2 Use the CURSORA or M button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

3 Use the CURSORA or M button to highlight the “1/SETTING
MODE" line. Press ENTER to display the “SETTING MODE"
menu. You can also select the “SETTING MODE" menu directly
by pressing the INPUT “1” button.

4 Use the CURSORA or M button to select the “OPTION
TERM BAUD RATE” item on Page 3, then press ENTER to
display the “OPTION TERM BAUD RATE” menu.

NOTE: The SETTING MODE has three menus. The “OPTION
TERM BAUD RATE” item is on the third menu (P03). To access
P03 from P01, press and hold down the CTL button then press
the M button twice; to return to PO1 from P03, press and hold
down the CTL button then press the [Albutton twice.

5 Use the CURSORA or M button to select the baud rate from
4800 to 38400 bps and press ENTER.

6 To end this mode, press the END button.
« Whenever the END button is pressed, the menu will sequence
in this order.
“OPTION” menu- "ADJUST” menu— Source screen.
* IF the “RETURN USER MODE?” menu appears, use the
CURSORK or 4 button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

Items to select

*YES...... When you try to enter the ADJUST mode the next time,
you will need to re-enter your passcode.

*NO ....... When you try to enter the ADJUST mode the next time,
you will not need to re-enter your passcode.
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RGB/COMPONENT Search Setting

This feature allows you to set the searching method of RGB/
COMPONENT signal.

To set this feature, proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu. SIGNAL ENTRY

FOCUS

« The projector may ask you to enter your passcode.
See page 61 for the explanation of PASSCODE.

2 Use the CURSORA or M button to highlight the “8/OP-

TION" line. Press ENTER to display the “OPTION” menu. You
can also select the “OPTION” menu directly by pressing the
INPUT “8” button.

Use the CURSORA or M button to highlight the “1/SET-
TING MODE" line. Press ENTER to display the “SETTING
MODE” menu. You can also select the “SETTING MODE”
menu directly by pressing the INPUT “1” button.

Use the CURSORA or M button to select “RGB/COMPO-
NENT SEARCH?” item on Page 3, then press ENTER to display
the “RGB/COMPONENT SEARCH” menu.

NOTE: The SETTING MODE has three menus. The “RGB/
COMPONENT SEARCH?” item is on the third menu (P03). To
access P03 from P01, press and hold down the CTL button then
press the v button twice; to return to P01 from P03, press and
hold down the CTL button then press the Al button twice.

Use the CURSORAl or M button to select either “MANUAL”
or “AUTO” and press ENTER.

When used in a stand alone operation:

Items to select

*MANUAL ............ Searches RGB signals only

*AUTO ..o Searches COMPONENT signals automati-
cally after searching RGB signals.

NOTE: This feature corresponds to R/Cr, G/Y, or B/Cb input
terminal of INPUT A slot. INPUT B and C slots are depending on
setting of the optional input board.

In regardless of this setting, pressing INPUT “10” button
searches a COMPONENT signal.
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When used with a single Switcher ISS-6020/ISS-6020G:

Items to select .
* MANUAL ............. Searches RGB or COMPONENT signals only. SLOT-02 R
¢ AUTO ..cocevvevern Searches COMPONENT signals automatically SLOT-03 R
; H SLOT-04 R

after searching RGB signals. SLOT-05 R

SLOT-06 R

» When “MANUAL" is selected, searching will be set for each 2 t 8¥:8; §
slot. SLOT-09 R
Use the CURSORA or M button to select the input slot SLOT-10 R

number of the Switcher and press ENTER.
* The “SIGNAL FORMAT"” menu will be displayed.

Use the CURSORAl or M button to select “RGB” or “COM-
PONENT” and press ENTER.

SIGNAL FORMAT

. . RGB

When used with two or more Switchers ISS-6020/ISS-6020G: COMPONENT
Items to select

* MANUAL ....... Searches RGB or COMPONENT signals only

(for each slot).

* AUTO............. Searches COMPONENT signals automatically

after searching RGB signals ( for all slots).

*« When “MANUAL" is selected, searching will be set for each R
slot. SLOT-02 SLOT-02 R
Use the CURSORAl or M button to select the master slot SLOT-03 SLOT-03 R

. SLOT-04 SLOT-04 R

number “1” through “10” first from the master menu, then SLOT-05 SLOT-05 R
select the slave slot number “1” through “10” from the slave SLOT-06 SLOT-06 R
menu and press ENTER. PP | Iabe i A
* The “SIGNAL FORMAT” menu will be displayed. SLOT-09 SLOT-09 R
SLOT-10 SLOT-10 R

Use the CURSORA or M button to select “RGB” or “COM-
PONENT” and press ENTER.

Items to select
RGB ... Searches RGB signals only.
COMPONENT ......... Searches COMPONENT signals only.

6 To end this mode, press the END button. SIGNARMAT

. Whenever'the END button is pressed, the menu will COMPONENT
sequence in this order.
“OPTION” menu - "ADJUST” menu - Source screen
« If the “RETURN USER MODE?" menu appears, use the
CURSORK] or > button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

Items to select

* YES ..... When you try to enter the ADJUST mode the next time, RETURN USER MODE?
you will need to re-enter your passcode. N O

*NO....... When you try to enter the ADJUST mode the next time,
you will not need to re-enter your passcode.
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On-screen Display Mode Setting

There are two modes of operations for the on-screen display. With
AUTO mode, the on-screen display will automatically switch off
after three through ten seconds. In the MANUAL mode, the display
must be manually turned off with the DISPLAY button on the full
function remote control each time it appears.

NOTE: Pressing DISPLAY with CTL will select the non on-screen
mode; pressing DISPLAY with CTL again will cancel this mode.
Even if the on-screen display may be turned off with CTL and
DISPLAY, any adjustment will still change the projector’'s memory
settings.

Proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR or M button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

3 Use the CURSORY or [\ button to highlight the “2/MENU
MODE" line. Press ENTER to display the “MENU MODE"
menu. You can also select the “MENU MODE” menu directly by
pressing the INPUT “2” button.

4 Use the CURSOR\ or M button to highlight the “MESSAGE
MODE”" item.
Press ENTER to display the “MESSAGE MODE" menu.
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5 Use the CURSOR\ or M button to select either “AUTO” or
“MANUAL" and press ENTER.

Items to select MESSAGE MODE

* AUTO........ The on-screen menu display appears when the
buttons on the remote control, or the controls on MANUAL

the rear panel are pressed. The on-screen display
will turn off at a preselected time.

The OFF TIME is specified in seconds up to a
maximum of 10 seconds.

Select your desired time (3-10 seconds) from the OFF TIME?
OFF TIME menu.
* MANUAL . The on-screen menu display appears when the 4 SEC
5 SEC
buttons on the remote control, or the controls on 6 SEoG
the rear panel are pressed. The display will be 7 SEC
turned on and off whenever the DISPLAY button is 2 2 E g
pressed. If no button operation is made for 20 10 SEC

minutes or more, the on-screen message will
automatically turn off.

6 To end this mode, press the END button.
« When the END button is pressed, the menus will sequence in
this order:
“OPTION” menu- “ADJUST” menu - Source screen
« If the “RETURN USER MODE?" menu appears, use the
CURSORK or M button to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
NO
Items to select
*YES ......... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
*NO ... When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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On-screen Display Color Setting

You can select two color modes (full color, or green only) for the
color of the on-screen display such as menus, or messages.
Proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR\ or [V button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

ADJUST -

/I SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/ R,G,B GAIN

/| PASSCODE

/

/

OPTION

9

1
2
3
4
5
6
7
8

REF.ADJUST

3 Use the CURSOR or [/ button to highlight the “2/MENU OPTION
MODE" line. Press ENTER to display the “MENU MODE" 1/ SETTING MODE

menu. You can also select the “MENU MODE” menu directly by 2 /] MENU MODE

pressing the INPUT “2” button. 3/ SEQUENCER

4 /] PJ ADDRESS
57 VERSION

6 / HOUR METER
7/ DEFAULT DATA

4 Use the CURSOR\ or M button to highlight the “MESSAGE OPTION - MENU MODE -
COLOR” item. MESSAGE MODE AUTO
Press ENTER to display the “MESSAGE COLOR” menu. 10SEC

COLOR
DATE, TIME DISPLAY DATE : ON
DATE : MM/DD/YY DAY : OFF
TIME : 24HOUR TIME : ON

DATE, TIME PRESET

PJ ADDRESS DISPLAY OFF
NEW SIGNAL MESSAGE ON
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5 Use the CURSOR\ or M/ button to select either “COLOR” or
“GREEN" and press ENTER.

Items to select . ' . MESSAGE COLOR
* COLOR .... The on-screen characters will be displayed in
color. GREEN
* GREEN...... The on-screen characters will be displayed only in
green.

NOTE: It is recommended, if the on-screen message interferes
with the display image in the “COLOR” mode, that you select
“GREEN".

6 To end this mode, press the END button.
* Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu- “ADJUST” menu - Source screen
* If the “RETURN USER MODE?” menu appears, use the
CURSORK or [ button to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
Items to select NO
*YES ......... When you try to enter the ADJUST mode the next

time, you will need to re-enter your passcode.
*NO........... When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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Date, Time Display Setting

The current year, month, date and time are displayed on the top of
the screen.
Proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR or M button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

ADJUST -

/| SIGNAL ENTRY
/| FOCUS

/| ALIGNMENT

/| CONVERGENCE
/ KELVIN

/| R,G,B GAIN

/| PASSCODE

/| OPTION

/

1
2
3
4
5
6
7
8
9 REF.ADJUST

- OPTION -
3 Use the CURSORY or [ button to highlight the “2/MENU 1/ SETTING MODE

MODE" line. Press ENTER to display the “MENU MODE"
menu. You can also select the “MENU MODE” menu directly by 3/ SEQUENCER
pressing the INPUT “2” button. 4/ PJ ADDRESS

5/ VERSION

6 / HOUR METER
7/ DEFAULT DATA

4 Use the CURSOR\ or \/ button to highlight the “DATE, TIME, OPTION - MENU MODE -
DISPLAY” item. Press ENTER to display the “DATE, TIME MESSAGE MODE AUTO
DISPLAY” menu. 10 SEC

MESSAGE COLOR COLOR

DATE : ON
DATE : MM/DD/YY DAY : OFF
TIME : 24HOUR TIME : ON

DATE, TIME PRESET

PJ ADDRESS DISPLAY OFF
NEW SIGNAL MESSAGE ON

5 Use the CURSOR or M button to select any one of the three
items: DATE, DAY, and TIME. Then press ENTER.

DATE, TIME DISPLAY

DATE ON
DAY OFF
TIME ON
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B When selecting “DATE”
Use the CURSOR or M/ button to select any one of the three
formats: MM/DD/YY, MONTH/ DD/YY, or OFF from the

DATE DISPLAY

“DATE DISPLAY” menu and press ENTER.
Items to select gg;\‘TH/DD/YY
* MM/DD/YY .......... Is the date in month/day-of-month/year
format.

* MONTH/DD/YY .... Is the date in month (not in Arabic numer-
als)/day-of-month/year format.

COFF i Does not display the date.

B When selecting “DAY”

Use the CURSORY or N/ button to select either “ON” or “OFF”

from the “DAY DISPLAY” menu and press ENTER. DAY DISPLAY
Items to select
S OFF i Does not display the day of the week
L 6]\ Displays the day of the week

B When selecting “TIME”
Use the CURSOR or M/ button to select any one of the three

items: HH/MM/SS AM/PM, HH/MM/SS 24 HOUR, or OFF TIME DISPLAY
from the “TIME DISPLAY” menu and press ENTER.
HH:MM:SS 24HOUR
Items to select OFE
* HH:MM:SS AM/PM..... Is the time in hours/minutes/seconds/am/
pm. format

o HH:MM:SS 24 HOUR ..... Is the time in hours/minutes/seconds/24-
hour format
S OFF i Does not display the time.

NOTE: You can select the time input format for timer, date,
preset with this feature. When OFF is selected, use the AM/PM
format.
6 To end this mode, press END.

« Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu- “ADJUST” menu - Source screen

« If the “RETURN USER MODE?" menu appears, use the
CURSORK or B button to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

RETURN USER MODE?
Items to select

NO
*YES . When you try to enter the ADJUST mode
the next time, you will need to re-enter your
passcode.
*NO o When you try to enter the ADJUST mode

the next time, you will not need to re-enter
your passcode.
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Entering Date and Time

You can enter the year, date and time to display them on the screen.
Proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR or  button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

ADJUST -

/ SIGNAL ENTRY
/ FOCUS

[/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/ R,G,B GAIN

/| PASSCODE

/

/

OPTION

9

1
2
3
4
5
6
7
8

REF.ADJUST

3 Use the CURSQOR or [/ button to highlight the “2/MENU
MODE" line. Press ENTER to display the “MENU MODE”
menu. You can also select the “MENU MODE" menu directly by
pressing the INPUT “2” button.

o)

/| SETTING MODE
/ MENU MODE

/ SEQUENCER

/ P ADDRESS

/ VERSION

/ HOUR METER

/| DEFAULT DATA

~NOoO Ol WhSEE |

4 Use the CURSOR or [VIbutton to highlight the “DATE, TIME OPTION - MENU MODE -
PRESET” item. Press ENTER to display the “DATE, TIME MESSAGE MODE AUTO
10 SEC
PRESET” menu.
MESSAGE COLOR COLOR
DATE, TIME DISPLAY DATE : ON
DATE : MM/DD/YY DAY : OFF
TIME : 24HOUR TIME : ON
PJADDRESSDISPLAY OFF
NEW SIGNAL MESSAGE ON
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5 Use INPUT buttons to enter the year, month, day, hour, minute,
and second and press ENTER.

* Pressing the END button will turn off the “DATE, TIME
PRESET” screen and the screen will return to the “MENU
MODE” menu.

« If you made an error in entering data, press the END button to
return to the “MENU MODE” menu, then start again.

« The time input format varies depending on the setting previ-
ously explained.

6 To end this mode, press END.
« Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu- “ADJUST” menu- Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR or >} button to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

@ g &3
S ... Whenyoutrytoenterthe ADJUST modethenext
time,youwillneedtore-enteryourpasscode.
N . Whenyoutrytoenterthe ADJUST modethenext
time,youwillnotneedtore-enteryourpasscode.

NOTE: Theprojectohasbuilt-irclockTheslockwilkeep
workingforaboutthreedaysafterthemainpoweristurnedoff.
Ifthemainpowerisnotsuppliedtotheprojectorforthreedays
ormore thebuilt-inclockmayreset Ifthebuilt-inclockresets,
setthedateandtimeagain. Thebuilt-inclockwillnotreset
whileinthestandbycondition.
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PJ Address Display Setting

This feature allows you to view the PJ address on the screen.

To set the PJ address display, proceed as follows:
1 Press the ADJUST button to display the “ADJUST” menu.

 The projector may ask you to enter your passcode. - ADJUST -
See page 61 for the explanation of PASSCODE. 1/ SIGNAL ENTRY
2/ FOCUS
3/ ALIGNMENT
4 ] CONVERGENCE
2 Use the CURSORN or M button to highlight the “8/OPTION”" 5/ KELVIN
line. Press ENTER to display the “OPTION” menu. You can also 6 / R,G,B GAIN
select the “OPTION” menu directly by pressing the INPUT “8” 7 /| PASSCODE
button.
9 / REF.ADJUST
3 Use the CURSOR or M button to highlight the “2/MENU _ OPTION -
MODE”" line. Press ENTER to display the “MENU MODE" 1/ SETTING MODE
menu. You can also select the “MENU MODE” menu directly by
pressing the INPUT “2” button. 3/ SEQUENCER
4 /] P ADDRESS
5/ VERSION
o 6/ HOUR METER
4 Use the CURSOR or M button to highlight the “NEW 7 | DEEAULT DATA
SIGNAL MESSAGE” item. Press ENTER to display the “PJ
ADDRESS DISPLAY” menu.
OPTION - MENU MODE -
MESSAGE MODE AUTO
10 SEC
5 Use the CURSORI or M button to select either “OFF” or
“ON", and press ENTER. MESSAGE COLOR COLOR
DATE, TIME DISPLAY DATE: ON
Items to select DATE : MM/DD/YY DAY :OFF
¢ OFF .......... Does not display PJ address TIME : 24HOUR TIME - ON
*ON.......... Displays PJ address DATE, TIME PRESET
OFF
NEW SIGNAL MESSAGE ON
6 To end this mode, press END.
* Whenever the END button is pressed, the menu will sequence in
this order.
“OPTION” menu»> "ADJUST” menu- Source screen. PJ ADDRESS DISPLAY
« If the “RETURN USER MODE?” menu appears, use the
CURSORK or ™ button to select either “YES” or “NO” and ON
then press ENTER. This will exit the ADJUST mode.
Items to select
* YES ........ When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.
*NO ........... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode. RETURN USER MODE?
NO
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"NEW SIGNAL" Message Display Setting

This feature allows you to view the "NEW SIGNAL" message when
an unregistered signal is projected.

To set the PJ address display, proceed as follows:
1 Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of PASSCODE.

2 Use the CURSORI or M button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

3 Use the CURSORI or M button to highlight the “2/MENU
MODE”" line. Press ENTER to display the “MENU MODE"
menu. You can also select the “MENU MODE” menu directly by
pressing the INPUT “2” button.

4 Use the CURSOR or M button to highlight the “NEW
SIGNAL MESSAGE” item. Press ENTER to display the “NEW
SIGNAL MESSAGE” menu.

5 Use the CURSORI or M button to select either “OFF” or
“ON”, and press ENTER.

Items to select
*ON........... Displays the "NEW SIGNAL" message
*OFF .......... Does not display the "NEW SIGNAL" message

6 To end this mode, press END.
* Whenever the END button is pressed, the menu will sequence in
this order.
“OPTION” menu» "ADJUST” menu- Source screen.
«If the “RETURN USER MODE?” menu appears, use the
CURSORK or ™ button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

Items to select

*YES ......... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.
*NO........... When you try to enter the ADJUST mode again,

you will not need to re-enter your passcode.
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A
/
/
/
/| CONVERGENCE
/
/
/
/
/

SIGNAL ENTRY
FOCUS
ALIGNMENT

KELVIN
R,G,B GAIN
PASSCODE

- OPTION -
1/ SETTING MODE
2 / MENU MODE
3/ SEQUENCER
4 / PJ ADDRESS
5/ VERSION
6 / HOUR METER
7/ DEFAULT DATA
OPTION - MENU MODE -
MESSAGE MODE AUTO
10 SEC
MESSAGE COLOR COLOR
DATE, TIME DISPLAY DATE : ON
DATE : MM/DD/YY DAY :OFF
TIME : 24HOUR TIME : ON
DATE, TIME PRESET
PJADDRESS DISPLAY OFF
ON

NEW SIGNAL MESSAGE

OFF

RETURN USER MODE?
N O
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Auto Sequence Setting

You can program the projector to change sources.
Up to 20 program lines can be accepted.
To do this proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR or [V button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

A

/| SIGNAL ENTRY
/| FOCUS

/| ALIGNMENT

/| CONVERGENCE
/ KELVIN

/| R,G,B GAIN

/| PASSCODE

/

/

OPTION

REF.ADJUST

e~ OO U1 D W N - |

©

3 Use the CURSOR or [/ button to highlight the “3/SE- I /O FS)E'I'OT,\II N_G MODE
QUENCER” line. Press ENTER to display the “SEQUENCER” 2 /| MENU MODE
menu. You can also select the “SEQUENCER” menu directly by
pressing the INPUT “3” button. 4 | PJ ADDRESS
« The “SEQUENCER” screen will be displayed. 5/ VERSION

6 / HOUR METER
7/ DEFAULT DATA

OPTION - SEQUENCER -
4 Use the CURSQOR or X button to select the “EDIT” and press PO1
ENTER. NO INPUT TIME SMTWTFS
« This will bring you to the “EDIT” mode, and a program line is 01 M-10 S-01  12:00:00 XOOOOOX
X . 02 M-02 S-02 14:00:00 XOOOOOX
highlighted. 03 M-01 S-02 X00000X
04 WAIT 00:10:00
@ o &3 05 M-01 S-01 X00000X
06 WAIT 00:20:00
* START ... Executestheprogram. 07 LOOP 03 COUNT 05
«EDIT ........ Correctsorcreatestheprogramdata. 08 M-02 S-02  15:50:00 XOOOOOX
09 P-OFF 18:00:00 XOOOOOX
10 P-ON 09:00:00 XOOOOOX
START
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5 Use the CURSOR or M button to highlight the line to be input
and press ENTER.
* The Program menu is displayed.

6 Use the CURSOR or Mbutton to highlight the desired item
and press ENTER.

@t A &3

o INPUT ... Programsteswitchsources.

« WAT ....... Retainsthecurrentconditionforaspecifiedtime.

* G010 ....... Jumpstotheselectedline

o lOP ... Executesthe OOPoperation.

‘RN ... Programstoturnonthepoweratthedesiredtime.

‘RF ... Programstoturnoffthepoweratthedesiredtime.

¢ INSERT .... Insertstheselectedlineandmovesdownthe
followindines.

* DHETE ... Deletestheselectedlineandmovesupthe
followingines.

M Selecting “INPUT”
When using in stand alone application:

1)

2)

3)

4)

Use the CURSQOR or M button to select “INPUT” and press

ENTER.

* The “INPUT TERMINAL SELECT” terminal menu is
displayed.

Use the CURSQOR or \/ button to select an input slot and
press ENTER.
* The “TERMINAL SELECT” menu is displayed.

Use the CURSQR or M button to select either “VIDEQO?”,
“RGB”, “S-VIDEO” or “COMPO."and press ENTER.
» The “TIME” input screen is displayed.

Enter the starting time using INPUT buttons and press

ENTER.

» Type the time in hours (24 hours), minutes, and seconds.

« If you have made an error in the input of numbers, press the
END button to return to the “VIDEO/RGB/S-VIDEO/
COMPO.” terminal menu then start from step 3).

» The “WEEK SELECT” screen will appear.
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OPTION
PO1

- SEQUENCER -

NO INPUT TIME SMTWTES
01 M-10 S-01 12:00:00 XOOOOOX

02
03
04
05
06
07
08
09
10

M-02 S-02
M-01 S-02
WAIT

M-01 S-01
WAIT
LOOP
M-02 S-02
P-OFF

P-ON

14:00:00

00:10:00

00:20:00

03 COUNT 05

15:50:00
18:00:00
09:00:00

X00000X
X00000X

X00000X

X00000X

X00000X
X00000X

START

INPUT

WAIT
GOTO
LOOP
P-ON
P-OFF
INSERT
DELETE

INPUT

WAIT
GOTO
LOOP
P-ON
P-OFF
INSERT
DELETE

INPUT TERMINAL SELECT
INPUT A
INPUT B
INPUT C

RGB
S-VIDEO
COMP.

TIME __:_
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5) Use the CURSQORor [/ button to select any day of the
week, then select either “YES” or “NO” with ENTER.
» When “DAILY” selected, the entire week is changed to
“YES".
» When “END” is selected, the current setting is saved.
» To return to Step 4), press the END button. In that case, the
changed setting is invalid.

NOTE: Typing99:99:99inthetimeinputmenuwillexecutethe
programimmediately.(Seetheexampleinthe“WAIT section
on page 108)

When using with a single 1SS-6020/ISS-6020G Switcher:

1) Use the CURSOR or / button to select “INPUT” and press
ENTER.
» The “MASTER” menu will be displayed.

2) Use the CURSQR or Vbutton to select the input slot
number of the Switcher and press ENTER.
* The “TIME” input screen will be displayed.

3) Enter the starting time using INPUT buttons and press

ENTER.

» Type the time in hours (24 hours), minutes, and seconds.

« If you have made an error in the input of numbers, press the
END button to return to the “MASTER” menu then start
from step 2).

* The “WEEK SELECT” screen will appear.

4) Use the CURSORor M button to select any day of the
week, then select either “YES” or “NO” with ENTER.
* When “DAILY” selected, the entire week is changed to
“YES”.
» When “END” is selected, the current setting is saved.
» To return to Step 3), press the END button. In that case, the
changed setting is invalid.

NOTE: Typing99:99:9%inthetimeinputmenuwillexecutethe
programimmediately.(Seetheexampleinthe“WAIT section
on page 108)

110

WEEK SELECT

SUN
MON
TUE
WEN
THU
FRI
SAT
END

NO

YES
YES
YES
YES
YES
NO

WAIT
GOTO
LOOP
P-ON
P-OFF

INPUT

INSERT
DELETE

MASTER

(SLOT_01
SLOT-02
SLOT-03
SLOT-04
SLOT-05
SLOT-06
SLOT-07
SLOT-08
SLOT-09
SLOT-10

TIME __:

WEEK SELECT

SUN
MON
TUE
WEN
THU
FRI
SAT
END

NO

YES
YES
YES
YES
YES
NO
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When using with two or more 1SS-6020/ISS-6020G Switchers:
1) Use the CURSQRor [/ button to select “INPUT” and press
ENTER. WAIT
p ” « » . . GOTO
* The “"MASTER” and “SLAVE” menu will be displayed. LooP
P-ON
P-OFF
INSERT
DELETE
2) Use the CURSQOR or [V button to select the input slot
number of the master Switcher from the “MASTER” menu
and press ENTER. SLOT-02
SLOT-03
SLOT-04
SLOT-05
SLOT-06
SLOT-07
SLOT-08
SLOT-09
SLOT-10
3) Use the CURSQR or [/ button to select the input slot
: “ ” MASTER SLAVE
number of the slave Switcher from the “SLAVE” menu and
press ENTER. SLOT-02 SLOT-02
« I ; : SLOT-03 SLOT-03
» The “TIME” input screen will be displayed. SLOT-04 SLOT-04
SLOT-05 SLOT-05
SLOT-06 SLOT-06
SLOT-07 SLOT-07
SLOT-08 SLOT-08
SLOT-09 SLOT-09
SLOT-10 SLOT-10
4) Enter the starting time using INPUT buttons and press
ENTER.
« Type the time in hours (24 hours), minutes, and seconds. TIME
« If you have made an error in the input of numbers, press the
END button to return to the “SLAVE” menu then start from
step 2).
* The “WEEK SELECT” screen will appear.
5) Use the CURSQRor [/ button to select any day of the
week, then select either “YES” or “NO” with ENTER. WEEK SELECT
» When “DAILY” selected, the entire week is changed to NO
“WES”. MON YES
« When “END” is selected, the current setting is saved. JVUEIf\l ig:
» Toreturn to Step 4), press the END button. In that case, the THU YES
changed setting is invalid. FRI YES
SAT NO
NOTE: Typing99:99:99inthetimeinputmenuwillexecutethe END
programimmediately.(Seetheexampleinthefollowing“WAIT”
section.)
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M Selecting “WAIT”

1) Use the CURSQORor [/ button to select “WAIT” and press INPUT
ENTER.

p . . ; GOTO

* The “TIME” input screen will be displayed. LOOP
P-ON
P-OFF
INSERT
DELETE

2) Type the waiting time using the INPUT buttons and press
ENTER.

» Type the time in hours, minutes, and seconds. TIME __+_ "
« If you have made an error in the input of numbers, press the
END button to return to the Program menu on step 1), then
startagain.
NOTE: Thewaitingtimecannotexceed23hours,59minutes,
and59seconds.
Example: OPTION - SEQUENCER -
When the following program is set, the display as shown on the POl
right will appear: NO INPUT TIME SMTWTFS
First line:Select VIDEO, then type “99:99:99” in the TIME input 8; yv'ADlETO 00:20-00 0000000
screen, then select “DAILY” in the WEEK SELECT menu for 03 P-OFF 0000000
“INPUT". o
Second line:Select type “00:20:00” in the TIME input screen for gj
“WAIT”. 08
Third line:Type “99:99:99”, then select “DAILY” for “P-OFF". 23
When this program starts, the input signal will change to VIDEO EDIT
immediately. Then, the current condition will be retained for 20
minutes.

Finally, the power will be turned off.
The “WAIT” function is used to execute the command immedi-
ately.
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M Selecting “GOTO”

1) Use the CURSORor [/ button to select “GOTO” and press
ENTER.
e The “GOTO” input screen will be displayed.

2) Enter the scan number line to which you want to jump to
using the INPUT button and press ENTER.
« If you have made an error, press END to return to the
Program menu, then start again.
* The “SEQUENCER” screen will be restored to its last
setting.

M Selecting “LOOP”

1) Use the CURSQORor M button to select “LOOP” and press
ENTER.
e The “LOOP/COUNT" input screen will be displayed.

2) Enter the number of the destination line (LOOP) and the
number of the loop times (COUNT) in this order using the
INPUT button and press ENTER.

« If you have made an error, press END to return to the
Program menu, then start again.

* The “SEQUENCER” screen will be restored to its last
setting.
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LOOP
P-ON
P-OFF
INSERT
DELETE

GOTO __

INPUT
WAIT
GOTO

[ LoOP |
P-ON
P-OFF
INSERT
DELETE

LOOP __

COUNT __
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M Selecting “P-ON”

1) Use the CURSQOR or [V button to select “P-ON” and press
ENTER.
» The POWER ON input screen will be displayed.

2) Enter the POWER ON TIME you wish to turn on the projec-
tor using INPUT buttons and press ENTER.
» Type the time in hours (24 hours), minutes and seconds.
« If you made an error, press END to return to the Program
menu, then start again.

NOTEL: Typing99:99:99%inthetimeinputmenuwillexecute
theprogramimmediately.
NOTE2: TheP-ONcommandsavallebleoniywherthe

projectorisoff(inthestandbycondition).
TheP-ONcommandisignoredifsetinthefirstline. Inthis
case,theprogramwillstartitsexecutionfromthesecondline.

H Selecting “P-OFF”

1) Use the CURSOR or [\ button to select “P-OFF” and press
ENTER.
» The POWER OFF input screen will be displayed.

2) Enter the POWER OFF TIME you wish to turn on the
projector using INPUT buttons and press ENTER.
» Type the time in hours (24 hours), minutes and seconds.
* If you made an error, press END to return to the Program
menu, then start again.

NOTE: Typing99:99:99%inthetimeinputmenuwillexecutethe
programimmediately. (Seetheexampleinthe“WAIT”section
on page 108)
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GOTO
LOOP
P-OFF
INSERT
DELETE

TIME __:_

INPUT
WAIT
GOTO
LOOP
P-ON
INSERT
DELETE
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M Selecting “INSERT”
1) Use the CURSQRor [V button to select “INSERT” and
press ENTER.

2) Use the CURSOR or M button to select where you wish to
insert a vacant line and press ENTER.
» The highlighted line will be switched to a vacant line and
the original line(s) will be moved down.

M Selecting “DELETE”
1) Use the CURSQORor M button to select “DELETE” and
press ENTER.

2) Use the CURSQOR or [/ button to select the line you wish
to delete and press ENTER.
« The selected line will be deleted and the following line(s)
will be moved up.
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INPUT
WAIT
GOTO
LOOP
P-ON
P-OFF

INSERT

DELETE

OPTION - SEQUENCER -
PO1
NO INPUT TIME SMTWTFS
01 M-10 S-01  12:00:00 XOOOOOX
02 M-02 S-02 14:00:00 XOOOOOX
03 M-01 S-02 X00000X
04  WAIT 00:10:00
05 M-01 S-01 X00000X
06 WAIT 00:20:00
07 LOOP 03 COUNT 05
08 M-02 S-02 15:50:00 XOOOOOX
09 P-OFF 18:00:00 XO0O0O0OX
10 P-ON 09:00:00 XOOOOOX
START

INPUT

WAIT

GOTO

LOOP

P-ON

P-OFF

INSERT
OPTION - SEQUENCER -
PO1
NO INPUT TIME SMTWTFS
01 M-10 S-01  12:00:00 XO00O0OX
02 M-02 S-02 14:00:00 XO0O0O0OX
03 M-01 S-02 X00000X
04  WAIT 00:10:00
05 M-01 S-01 X0000O0X
06 WAIT 00:20:00
07 LOOP 03 COUNT 05
08 M-02 S-02 15:50:00 X0O0O0O0OX
09 P-OFF 18:00:00 XO0O0OO0OX
10 P-ON 09:00:00 X0000O0OX

START




SETTING

—-

8

Pressing the END button will exit the “EDIT” mode.

Select “START” and press ENTER to execute the program.

*The "*EXECUTING NO. XX*” will appear during program
execution. When the program is finished, the “*SEQUENCER
END*” message will appear for about five seconds.

NOTE: TocancekheprogramholddowntheCTLbuttonthen
pressEND.The**SEQUENCERMANUALEND* Willappearfor
aboutfiveseconds.

To end this mode, press the END button.

* Whenever the END button is pressed, the menus will sequence
in this order:
“SEQUENCER” screen (No highlighted linefADJUST”
menu - Source screen

«If the “RETURN USER MODE?” menu appears, use the
CURSOR or > button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

&3

B ... Whenyoutrytoenterthe ADJUST modethenext
time,youwillneedtore-enteryourpasscode.

oND o Whenyoutrytoenterthe ADJUSTmodethe next
time,youwillnotneedtore-enteryourpasscode.

116

OPTION - SEQUENCER -

PO1

NO INPUT TIME

01 M-10 S-01 12:00:00

02 M-02 S-02 14:00:00

03 M-01 S-02

04 WAIT 00:10:00

05 M-01 S-01

06 WAIT 00:20:00

07 LOOP 03 COUNT 05

08 M-02 S-02 15:50:00

09 P-OFF 18:00:00

10 P-ON 09:00:00
EDIT

SMTWTFS
X00000X
X00000X
X00000X

X00000X

X00000X

X00000X
X00000X

RETURN USER MODE?

N O
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Address Setting

Each projector needs its own unique address in the case of a serial
connection of projectors. Up to 64 addresses can be set.
Proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSQOR or / button to highlight the “8/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

A

/ SIGNAL ENTRY
/| FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/ R,G,B GAIN

/| PASSCODE

/| OPTION

/| REF.ADJUST

Ogd~N o O~ wWwN - |

3 Use the CURSOR or M button to highlight the “4/PJ AD-
DRESS" line. Press ENTER to display the “ADDRESS” screen. I / SETTING MODE
You can also select the “"ADDRESS” menu directly by pressing 2/ MENU MODE
the INPUT “4” button or the ADDRESS button on the full 3/ SEQUENCER
function remote control.

/ VERSION

5
6 / HOUR METER
7/ DEFAULT DATA

OPTION -

4 Enter the address number using the INPUT button and press
ENTER.
« If you have made a mistake, press END to return to the “OP-
TION” menu, then start again.

OPTION
-PJ ADDRESS-

01 (01-64)
NOTE: Entetheaddresnumber ‘01 heronlyoneprojector

isused.
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5 To complete, press the END button.

« Whenever the END button is pressed, the menus will sequence

in this order:

“OPTION” menu- “ADJUST” menu- Source screen

If the “RETURN USER MODE?” menu appears, use the
CURSORJ or S button to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

&3

S ... Whenyoutrytoenterthe ADJUST modethenext
time,youwillneedtore-enteryourpasscode.

N ., Whenyoutrytoenterthe ADJUST modethenext

time,youwillnotneedtore-enteryourpasscode.

RETURN USER MODE?
N O
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SETTING

B Addressing the Remote Control Unit
When changing the projector address, ensure that the projector

address respond to the remote control address, otherwise you cannot

operate the projector using the remote control.

To specify the remote control address, proceed as follows:

1) Press and hold the CTL button then press the ADDRESS button

to access the RC UNIT address mode.

» The current remote control address is displayed on the remote

control address screen. (When the current remote control

address is configured at "00", the remote control address screen

will not be displayed.
* This screen will disappear in 30 seconds.

NOTE: WhentheremotecontrolisusedwiththeSwitcherin
wiredapplication,awindowshownontherightwillnotbe
displayed.However,theremotecontroladdresscanbe
changed.

2) Use INPUT buttons to enter a new two-digit number and press
ENTER.
« The new remote control address is displayed on the screen.

When the new remote control address is configured at "00", the

display will not be changed. However, its address has been
changed by pressing ENTER.
e The number you can specify ranges from 00 to 64.

To stop the address changing, press END.
See the projector address number on the screen.

NOTE:

* The buttons other than the above mentioned button and the
OFF button are not available during specifying the remote
control address.

« If no key input is made within 30 seconds, the remote control
automatically exits the RC UNIT address mode.

Address common to all the projectors
When specifying the remote control address as “00”, you can

operate the projector using the remote control, regardless of the

projector addresses.

If the remote control loses power, the remote control address
becomes “00". In this case the on-screen shown on the right
above is not displayed on the screen.
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RCc UNIT [ []

When the remote control address is configured at
"00", the above screen will not be displayed.
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Projector Version Number

This function lets you know the version for hardware and software

used in the projector.

To

1

view the Version number, proceed as follows:

Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.

- A
) 1/ SIGNAL ENTRY
See page 61 for the explanation of the PASSCODE. 2 | FOCUS
3/ ALIGNMENT
4 | CONVERGENCE
5/ KELVIN
6 / R,G,B GAIN
7/ PASSCODE
9 / REF.ADJUST
L - OPTION -

2 Use the CURSOR or M button to highlight the “8/OPTION” 1/ SETTING MODE
line. Press ENTER to display the “OPTION” menu. You can also 2 /] MENU MODE
select the “OPTION” menu directly by pressing the INPUT “8” 3/ SEQUENCER
button. 4 | PJ ADDRESS

5 / VERSION
6 / HOUR METER
7/ DEFAULT DATA

3 Use the CURSQOR or (button to highlight the “5/VERSION”
line. Press ENTER to display the “VERSION NUMBER” menu. OPTION
You can also select the “VERSION NUMBER” menu directly by " VERSION NUMBER -
pressing the INPUT “5” button. HARDWARE VERSION — 1.00

. . . . SOFTWARE VERSION
« You will know what version humber your applications software BIOS 1.00
and the projector are. SE?/‘RICANON 1188
* The “SWITCHER” item is displayed only when the connect gygc')ﬁ?/u 1188
. . SWITCHER 3.00
condition is set to the SW 1 or 2 LEVEL.
4 To exit this menu, press END.
* Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu- “ADJUST” menu- Source screen
«If the “RETURN USER MODE?” menu appeatrs, use the
CURSORgor Hbutton to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
# g &3 NO
S ... Whenyoutrytoenterthe ADJUST modethe next
time,youwillneedtore-enteryourpasscode.
N Whenyoutrytoenterthe ADJUST modethenext
time,youwillnotneedtore-enteryourpasscode.
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SETTING

Checking and Setting the Running Time

The projector will give you the amount of operating time.
Proceed as follows:

1 Press the ADJUST button to display the “ADJUST” menu.
 The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

2 Use the CURSOR or / button to highlight the “8/OPTION”

line.

Press ENTER to display the “OPTION” menu. You can also

select the “"HOUR METER” screen directly by pressing the
INPUT “8” button.

3 Use the CURSOR or [ button to highlight the “6/HOUR

MET

ER” line. Press ENTER to display the “HOUR METER”

screen. You can also select the “HOUR METER” screen directly
by pressing the INPUT “6” button.

@ g &3

* US

* PJRUNNINGTIME
Theamountofoperatingtimeoftheprojector.

* CRTRUNNINGTIME
Theamountofoperatingtimeof CRT.

Theamountofoperatingtimeoftheprojector.Userresetable.

ERPJRUNNINGTIME

How

to reset the user projector or CRT running time:

1) Use the CURSOR buttons to select the item and then press
ENTER.

The “USER PJ RUNNING TIME RESET?” or “USER
CRT RUNNING TIME RESET?" menu is displayed.

2) Use the CURSORor ¥ button to select either “YES” or
“NO” and then press ENTER.

@& o &3
S ... Thetimewillbereset
N ... Thetimewillnotbereset
* The display will be returned to the “HOUR METER” screen.
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A

/| SIGNAL ENTRY
/| FOCUS

/| ALIGNMENT

/| CONVERGENCE
/| KELVIN

/| R,G,B GAIN

/| PASSCODE

/

/

OPTION -

/ SETTING MODE
/ MENU MODE

/| SEQUENCER

/ PJ ADDRESS

/ VERSION

/] HOUR METER

| DEFAULT DATA

~NE OB~ W

HOUR METER

PJ R

CRT RUNNING TIME
R H M
G il i
B H M

HEEEIEE

USER PJ RUNNING TIME RESET?
N O




SETTING

4 To exit the HOUR METER display, press END.
* Whenever the END button is pressed, the menus will sequence

in this order:
“ADJUST” menu- Source screen

« If the “RETURN USER MODE?” menu appears, use the

CURSOR or >} button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

......... Whenyoutrytoenterthe ADJUSTmodeagain,
youwillneedtore-enteryourpasscode.

*ND ... Whenyoutrytoenterthe ADJUSTmodeagain,

youwillnotneedtore-enteryourpasscode.

RETURN USER MODE?
NO

Viewing Default Data

The feature allows you to view the default data stored in Default Area.

To

1

view the data, proceed as follows:

Press the ADJUST button to display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 61 for the explanation of the PASSCODE.

Use the CURSOR or M button to highlight the “8/OPTION”

line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “8”
button.

Use the CURSOR or [/ button to highlight the “7/DEFAULT
DATA” line. Press ENTER to display the “DEFAULT DATA”
screen. You can also select the “DEFAULT DATA” screen directly
by pressing the INPUT “7” button.

To complete, press the END button.

* Whenever the END button is pressed, the menus will sequence in
this order:
“OPTION” menu- “ADJUST” menu- Source screen

« If the “RETURN USER MODE?” menu appears, use the
CURSOR or S button to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

......... Whenyoutrytoenterthe ADJUST modethe next
time,youwillneedtore-enteryourpasscode.

oND o Whenyoutrytoenterthe ADJUST modethenext

time,youwillnotneedtore-enteryourpasscode.
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A

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/| CONVERGENCE
/ KELVIN

/ R,G,B GAIN

/| PASSCODE

/

/

- OPTION -

1/ SETTING MODE

2/ MENU MODE

3/ SEQUENCER

4 | PJ ADDRESS

5/ VERSION

6 / HOUR METER
/

7 DEFAULT DATA

OPTION  -DEFAULT DATA-
INPUT | REGISTERED
H-FREQ. (KHz) | DEFAULT DATA
1 15t025 | 15kHz (60HZ) |
_2_250_40_ - - N_ON_E T
[ 3 35t050 |, 48KHz (60Hz) |
_4_450_75_ - - N_ON_E T
[ 5 700110 |  NONE |
[ 6 1050135 | NONE |

RETURN USER MODE?

N O




REFERENCE ADJUSTMENT

Adjustments contained in this menu are criteria. The adjustments are
performed once after installation. The projector has only one data
area for all the registered signals.

Further adjustments are not necessary in normal use. Leave the
settings as they are at the factory.

- REF. ADJUST -
1/ ASTIG =|Adjustment screen
2 /| BRIGHT UNIFORM.
3/ WHITE UNIFORM. #|Adjustment screen |
4 /| RASTER CENTERING
5/ FOCUS BAL.
6 / REF.WHITE BAL

—>|For service personnel only (cannot be selected)|

NOTE

Items 5 and 6 cannot be selected as they are for service personnel
only. If you try to select one, the “For service personnel only”
message is displayed at the bottom of the screen.

* Press and hold the CTL button then press to display the “REF.
ADJUST” menu.
The “REF. ADJUST” menu can also be displayed by selecting the
“9/REF. ADJUST” item in the ADJUST menu.
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REFERENCE ADJUSTMENT

Astig Adjustment

This feature allows you to adjust the beam shape.
Proceed as follows:

1 Press and hold the CTL button then press the ADJUST button to
display the “REF. ADJUST” menu. - REF. ADJUST -
» The projector may ask you to enter your passcode. 1/ ASTIG
» See page 61 for the explanation of the PASSCODE.
2/ BRIGHT UNIFORM.
2 Use the CURSORyor \/ button to highlight the “1/ASTIG” 3/ WHITE UNIFORM.
item. Press the ENTER or INPUT “1” button to display the 4/ RASTER CENTERING
“ASTIG” menu.
5/ FOCUS BAL.
Items to select 6 / REF.WHITE BAL
* CENTER ......... Adjusts the whole screen
*EDGE ............. Adjusts the top, bottom, left, and right sides on
the screen
*CORNER........ Adjusts the four corners on the creen
3 Use the CURSORY or [ button to select the “CENTER”,
“EDGE”, or “CORNER” item. Press the ENTER button to - ASTIG -
display the “ASTIG” adjustment screen. 1/ CENTER
* The “DOT COARSE" test pattern is automatically displayed. > |
« Pressing The CTL and FOCUS buttons rotates three items as EDGE
follows: 3/ CORNER
CENTER- EDGE- CORNER
4 Select the CRT you wish to adjust with R, G, or B button.
ASTIG
5 Pr_ess the R, G, or B button to project the only CRT beam to be - CENTER -
adjusted. CRT-G-
* You can turn on or off each CRT beam (R, G, or B).
|_|I vI ] O %
\Y, A 0%
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REFERENCE ADJUSTMENT

CRT beam to adjusted
* You can turn on or off each CRT beam (R, G, B).

6 Press and hold the CTL then press any one of the CURSOR

buttons to select the position to be adjusted. (The marker on the ¢
selected side will turn to a solid color.) ASTIG
- EDGE -
oCTL+ A .o To
A P CRT - R -
‘CTL+M .......... Bottom <J>SCREEN - TOP - >
oCTL+ M v, Right
CTL+ K .ooovee Left HV v 60 %
SK A L C40%
\Y%
AN AN
Y% Y%
ASTIG
- CORNER -
CRT - R -
SCREEN - BR -
HV v 60%
£ SK A 409% A
Y% v
7 Use the CURSOR buttons to adjust the selected position. ’
« Adjust the center, edge, and corner in this order. If necessary, ‘
repeat the procedure. @

* Press CURSOR or >} button to adjust the selected position

horizontally or vertically. -4.@ ‘ > .

Press CURSORy or [\ button to adjust the selected position

diagonally.
8 To end this mode, press the END button. '
* Whenever the END button is pressed, the menus will sequence ‘
in this order:

“REF. ADJUST” menu- Source screen

« If the “"RETURN USER MODE?” menu appears, use the
CURSORK or > button to select either “YES” or “NO” and
then press ENTER. This will exit the REF. ADJUST mode.

Items to select

* YES ... When you try to enter the ADJUST mode the next RETURN USER MODE?
time, you will need to re-enter your passcode. NO
*NO...oeve When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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REFERENCE ADJUSTMENT

Bright Uniformity Adjustment

This feature allows you to equalize the brightness between the center
and the edge.

Before adjustment:
* Select the “ALL WHITE” pattern using the TEST button on the full
function remote control.

Proceed as follows:

1 Press and hold the CTL button then press the ADJUST button to
display the “REF. ADJUST” menu. - REF. ADJUST -
* The projector may ask you to enter your passcode. 1/ ASTIG

» See page 61 for the explanation of the PASSCODE.
2/ BRIGHT UNIFORM.

3/ WHITE UNIFORM.
2 Use the CURSORy or M button to highlight the “2/BRIGHT
UNIFORM.” item. Press the ENTER or INPUT “2” button to 4/ RASTER CENTERING
display the “BRIGHT UNIFORMITY” adjustment screen. 5/ FOCUS BAL.

3 Use the CURSOR buttons to adjust the right, left, top, or bottom 6 / REF.WHITE BAL

edge.

* Press CURSOR or 3 button to increase or decrease the
brightness on the right and the left side.
Press CURSOR\ or M/ button to increase or decrease the
brightness on the top and the bottom side.

BRIGHT UNIFORMITY

4 To end this mode, press the END button.
* Whenever the END button is pressed, the menus will sequence

in this order: BR
“REF. ADJUST” menu- Source screen H | ¥ | 60%
« If the “RETURN USER MODE?” menu appears, use the v Y | 60%

CURSORK or > button to select either “YES” or “NO” and
then press ENTER. This will exit the REF. ADJUST mode.

Items to select

*YES........ When you try to enter the ADJUST mode the next
: . RETURN USER MODE?
time, you will need to re-enter your passcode.

*NO ........... When you try to enter the ADJUST mode the next NO

time, you will not need to re-enter your passcode.
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REFERENCE ADJUSTMENT

White Uniformity Adjustment

This feature allows you to adjust color balance on the left and the
right side of the screen.

Before adjustment:

* When you are in this mode, all the three CRTs are beamed, and the
CRTs cannot be cut off.

* Select the “ALL WHITE” pattern using the TEST button on the full
function remote control.

Proceed as follows:

1 Press and hold the CTL button then press the ADJUST button to
display the “REF. ADJUST” menu.
« The projector may ask you to enter your passcode.
« See page 61 for the explanation of the PASSCODE.

2 Use the CURSORy or [ button to highlight the “3/WHITE
UNIFORM.” item. Press the ENTER or INPUT “3” button to
display the “WHITE UNIFORMITY” adjustment screen.

3 Use the CURSOR buttons to adjust the left and the right edge.
* Press CURSOR\ or 5 button to increase the amount of blue
on the right side and the amount of red on the left side.
Press CURSORZ or [ button to increase the amount of red on
the right side and the amount of blue on the left side.

4 To end this mode, press the END button.
*Whenever the END button is pressed, the menus will sequence
in this order:
“REF. ADJUST” menu- Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSORK or A button to select either “YES” or “NO” and
then press ENTER. This will exit the REF. ADJUST mode.

Items to select

*YES ........ When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
*NO .......... When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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- REF. ADJUST -

1/ ASTIG

2/ BRIGHT UNIFORM.
4 | RASTER CENTERING
5/ FOCUS BAL.

6 / REF.WHITE BAL

WHITE UNIFORMITY

R/B B/R
| +10%

RETURN USER MODE?
N O




REFERENCE ADJUSTMENT

Raster Centering Adjustment

'gm - REF. ADJUST -
1/ ASTIG
Proceed as follows:
Ab— 2/ BRIGHT UNIFORM.
Ay 3/ WHITE UNIFORM.

faiie O ozl
PR 4 | RASTER CENTERING

5/ FOCUS BAL.
2 @R N
6 / REF.WHITE BAL

et GHEHERR: RASTER
; CENTERING

REESR @ik
. CRT -ALL-

QRR  Kiih

Items to select

* YES ... Whenyoutrytoenterthe ADJUST mode the nexttime,
you will need to re-enter your passcode.

* ND ...... Whenyou try to enter the ADJUST mode the next time, N O
you will not need to re-enter your passcode.

RETURN USER MODE?
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TIMING CHARTS

The following signals have been set by factory.

P01/10-1 INPUT SELECT

STANDALONE
NAME SOURCE INPUT
NTSC3.58 VIDEO A
NTSC4.43 VIDEO A
PAL VIDEO A
SECAM VIDEO A
VESA1024 RGB A

RPOOOOOOOO0OO~Z
O@CO\IG)U‘I#OOI\JI—‘O
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TIMING CHART

Input Signal Refernce Chart

Separate Sync.

| VIDEO I_I_

HORIZONTAL | C| D |-
B
A
VIDEO |
VERTICAL c D E
I |
A Sync. Polarity: Positive/Negative

Composite Sync.

I VIDEO I I

HORIZONTAL I CI D I £ I
B
.,_|- A !
— o
. _C | D l._E |
VERTICAL | [ | |
B

| A |
[

Sync. Polarity: Positive/Negative

Composite Sync. & Video (Sync. on Green)

HORIZONTAL VIDEO
B | C D E
' A
VIDEQ
VERTICAL
B L C | D . E

Sync. Polarity: Negative
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TIMING CHART

Input Signal Timing

A B C D E Polarity
H ps 31.8 3.8 1.6 26.1 0.3 +
IBM VGA 350
V ms 14.3 0.06 1.72 11.53 0.99 —
H us 31.8 3.8 1.6 26.1 0.3 —
IBM VGA 400
vV ms 14.3 0.06 0.89 13.19 0.16 +
H ps 31.78 2.76 1.6 26.29 1.13 —
IDTV
vV ms 16.67 0.64 0.77 15.14 0.12 —
H ps 28.57 2.12 3.17 21.16 2.12
Macintosh Il
vV ms 15 0.09 1.11 13.71 0.09
H us 31.8 3.8 1.6 26.1 0.3 —
IBM VGA 480
vV ms 16.7 0.06 0.79 15.79 0.06 —
H ps 14.64 1.30 1.32 11.56 0.46
Macintosh Quadra
V ms 13.342 0.044 0.574 12.68 0.044
VESA 800 % 600 H us 20.8 2.4 1.28 16.00 1.12
(72Hz) V ms 13.887 0.124 0.479 12510 0.722
VESA 1024 X 768 H us 20.677 2.092 2.462 15.754 0.369
(60 Hz) V' ms 16.667 0.124 0.600 15.880 0.062

* IBM CGA, EGA and VGA are registered trademarks of International Business Machines Corporation.

« Apple is a registered trademark of Apple Computer Inc. Macintosh Il and Macintosh Quadra are trademarks of Apple Computer
Inc.

* VESA is an abbreviation for Video Electronics Standards Association.
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MESSAGE LIST

WARNING
FAN HAS STOPPED!!!

ABNORMAL CORRECTION DATA

“RANGE OVER~”

(RNRER
ke dbs th g e
H | | ¥ | +65%
va N | +65%
h 4
H | | v | RANGE OVER
v A | +65%

H-FREQUENCY LIMIT OVER!
POWER WILL BE SHUTDOWN

CANNOT ENTRY!

AN INPUT SIGNAL IS DIFFERENT FROM

THE SELECTED CONTENTS
IN SIGNAL ENTRY WINDOW.
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MASSAGE LIST

itwke Gyl
Message

*CAN NOT CHANGE!

Conditions

TEST button is depressed at the time of
thePOSITION-SHIFTadjustment.

Countermeasures

Changestothe TESTPATTERNarenot
possible at the time of the POSITION-
SHIFTadjustment.

*CAN NOT CUT OFF CRT*

R, G, B button is depressed at the time
otheBRIGHTWHITE-BALCOLOR
TEMP.,COLORSHIFT andBASE
WHITEadjustments.

The CRT cannot be cut off at the time of
thBRIGHTWHITE-BALCOLOR
TEMP.COLORSHIFT andBASE
WHITEadjustments.

*CAN NOT MAKE ENTRY*

Errorduringsignalregistration

Register again, or check the input
signal.

signal not being registered.

*CAN NOT LOAD (NO ENTRY)* LOAD is not possible due to input New registration of signal
signal not being registered.
*CAN NOT STORE (NO ENTRY)* STORE is not possible due to input New registration of signal

*CHANGE PASSCODE COMPLETE!!*

Passcode change completed

*ENTRY COPY END*

ENTRYCOPYcompleted

*ENTRY MOVE END*

ENTRYMOVEcompleted

*EXECUTING EXTERNAL CONTROL*

Signalselectionfrom INPUT LIST while
inthe external control mode

Operationbyexternalcontrol

*EXTERNAL CONTROL PICTURE MUTE ON*

DepresstheR, G, B button or execute
PICTURBFUNCTIONadjustmentitems
duringthePICTUREMUTESettingin

the external control mode

CancelPICTUREMUTEbyexternal
control

*EXTERNAL CONTROL SOUND MUTE ON*

ExecutetheSOUNDFUNCTION
adjustmentitemsduringthePICTURE
MUTE settinginthe external control
mode

CancelSOUNDMUTEbyexternal
control

*GAIN DATA COPY END*

GAINDATACOPYcompleted

*INPUT DATE ERROR*

Date input mistake during the date and
time setting

InputintheformofMM:DD:YY

*INPUT TIME ERROR*

Time input mistake during the date and
time setting

Inputinthe form of HH:MM:SS (24
hours)

*KEY INPUT ERROR*

Keyinputisinvalid.

Inputthe correctkey.

*PASSCODE ALREADY DISABLED!!™*

SelectionofPASSCODEDISABLE,
when the passcode has not be regis-
tered.

*PICTURE MUTE ON!I*

R, G, B button is depressed at the time
of PICTURE MUTE setting

Cancel PICTURE MUTE

*STORING*

The gain data is being stored.

*INPUT B (or C) IS NOT AVAILABLE*

No optional board is installed in INPUT
B (or C) slot.

Check the slot.

*D-CONV BUSY*

The D-CONV PWB is engaged in
computational processing.
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MASSAGE LIST

Message

*D-CONV COMMUNICATION ERROR*

Conditions

D-CONV PWB communication error

Countermeasures

*D-CONV CPU NOT READY*

D-CONV PWB communication error

*POINT DATA WRITE ERROR*

POINT DATA write error

*SELECTED SCAN NUMBER IS NOT USED*

Selection of an unregistered line on the
INPUT LIST

Select a registered line.

*SEQUENCER DATA ERROR* POWER OFF or an INPUT command Reset the SEQUENCER.
was not set in the SEQUENCER user
program

*SEQUENCER ABNORMAL END* An error occurred while the SE- Reset the SEQUENCER.

QUENCER user program was running,
and the program was forced to stop.

*SEQUENCER END*

AUTO SEQUENCER finished

*CAN NOT SELECT*

Attempt to select an item that cannot
be selected

There is an unselectable item due to
the input signal or the connection
condition of the peripheral equipment.

*POINT LIMIT OVER*

POINT adjustment data are at a
maximum

Reduce the correction data, combine
other adjustments, and adjust.

*SEQUENCER MANUAL END*

There was a manual completion when
the AUTO SEQUENCER was running.

*THIS COLOR IS NOT APPLICABLE*

The selected tube was not on during
the gain adjustment.

Switch on the adjustment tube.

*NEW SIGNAL!!*

An unregistered signal has been input.

Signal registration

*WARNING DIFFERENT PASSCODE!!™*

Passcode input mistake

Input the registered passcode.

*WARNING PASSCODE!!™*

Invalid passcode input

0000 and 9999 cannot be used

*WARNING ADDRESS!!™*

Invalid PJ address input

Input 01 to 64

*FOR SERVICE PERSONNEL ONLY*

Function for service personnel.

Not adjustable by the end user.

*DELETING*

Signal is being deleting from INPUT
LIST.

*ENTRY LIST IS FULL I*

There is no space for signals No. 51
and later in Input List when "NEW" is
selected from "STORE?" menu.

Make an entry in SIGNAL ENTRY or
delete signals for No. 51 or later from
Input List to create space.

*THE PROJECTOR WILL TURN OFF SOON*

The projector will turn off in three
minutes when ON/OFF or SLEEP
TIMER is set to ON.

Disable or change the timer.
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